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During the Deepwater Horizon Oil Spill in 2010 approximately 210 million gallons of 
crude oil was released into the Gulf of Mexico. To enable bacterial degradation the oil had to 
be dispersed into small oil droplets, which was achieved using 1.84 million gallons of chemi-
cal surfactants. As these surfactants have questionable environmental impacts, the idea of this 
research project is to use silica nanoparticles as a model particle to form Pickering emulsions 
and to study oil-mineral aggregate (OMA) formation. Pickering emulsions typically consist of 
oil droplets stabilized by solid particles instead of surfactants. Silica might be suitable for this 
as it already occurs in the ecosystem ocean, e.g. as sand. Furthermore it is known that sea-
water, oil and particulate matter form OMAs, but the interactions between particles, OMAs, 
and surfactants are still poorly understood. This is why the commercial available surfactant 
Aerosol OT (AOT) as a model surfactant was used to estimate the interactions between surfac-
tant and OMAs. 
To determine the suitability of silica nanoparticle as oil dispersants, defined silica ag-
gregates were created and fractionated to yield distinct size fractions. These aggregates were 
mixed with ethyl acetate, octanol and octane as model oils to determine the aggregate adhe-
sion to oil/water interfaces and the formation of Pickering emulsions or OMAs. The reason for 
choosing these oils is their different polarity. With these results the formation of Pickering 
emulsions and OMAs are determined using silica agglomerates of three different sizes. The 
theory suggests that that the stability of Pickering emulsion in DI-water increases with increas-
ing particle size. During the experiments an optimum particle size for Pickering emulsions in 
DI-water was observed. Furthermore it was observed that the formation of a significant OMA 
layer requires seawater. As soon as the surfactant Aerosol OT was added, the thickness of the 
sedimentation layer was reduced. AOT is believed to bind to the silica nanoparticles through 
 iii 
divalent cation bridging, but the exact nature of this interaction is still unknown. BP/The Gulf 
of Mexico Research Initiative Grant No. SA 12-05/GOMRI-002 supports this project. 
 iii 
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CHAPTER 1. INTRODUCTION 
During the Deepwater Horizon Oil spill in the Gulf of Mexico in 2010, 1.84 million 
gallons of the chemical dispersants COREXIT® 9500 and 9527 were applied to the oil slick or 
injected at the wellhead [Hertsgaard, 2013]. They were used to disperse the crude oil within 
the water column. This process supports bacterial degradation in order to reduce the toxicity 
and the environmental impacts that result from oil migrating into costal ecosystems. However, 
the toxicity of such dispersants and their influence on the marine ecosystem is questionable 
and under intense debate [CNN, 2010a; George-Ares & Clark, 2000; Hemmer et al., 2010; 
Rico-Martínez et al., 2013]. The potential hazards associated with dispersant use have led to 
intense interest in identifying new biocompatible dispersant systems. 
One new approach is to use silica nanoparticles solely or in combination with chemi-
cal dispersants as an emulsifier. Nanoparticles are particles of any shape with one dimension 
between 1 to 100 nanometer [Vert et al., 2012]. A container with silica nanoparticles is shown 
in Figure  1.1. 
 
Figure  1.1: Silica nanoparticles as a dry powder [LHcheM, 2012] 
Silica is very suitable for the usage as emulsifier as the formation, stability and struc-
ture of emulsions stabilized by colloidal silica has been investigated since the discovery of 
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Pickering emulsions1 in 1906 [Aveyard et al., 2003]. Additionally, silica is available in nature 
and accounts for about 75 weight percent of the Earth’s crust for example as quartz sand [Iler, 
1979]. This means nature is accustomed to dealing with silica as bounded structures. Further-
more this availability makes silica inexpensive [Iler, 1979]. The proposed idea driving this 
research project is that silica nanoparticles will adhere to oil/water interfaces and can be used 
to disperse oil as Pickering emulsions. This dispersion will increase the bacterial degradation 
of an oil slick in comparison to one that is undispersed. Apart from the usage as an oil spill 
dispersant, silica nanoparticles might be able to replace surfactants in other areas where emul-
sions are sought such as in soaps, foods and cosmetics, or wastewater treatment. 
The motivation for this project was two-fold. The first was to examine the use of silica 
nanoparticles as oil spill dispersants, and to study the underlying mechanisms that determine 
the physical properties and stability of the dispersions. The second was to use silica nanoparti-
cles as a model mineral particle to study the formation and sedimentation behavior of oil-
mineral aggregates (OMAs). Previous research showed that silica nanoparticles flocculate and 
form oil mineral aggregates [e.g. Midmore, 1999; Vignati et al., 2003]. These two aspects can 
be studied in tandem because the same physical phenomena that allow for the formation of 
Pickering emulsion also lead to OMA formation. Based on this knowledge the following hy-
pothesis is identified: The size of silica nanoparticles has a significant influence on the 
formation and stability of Pickering emulsions and the formation of oil mineral aggre-
gates with oil in deionized and seawater. 
In order to test this hypothesis the following objectives were identified: 
1) Create and fractionate silica nanoparticle aggregates to yield distinct size fractions 
with narrow size distributions. 
                                                     
1 In Pickering emulsions the stabilizing molecule around the dispersed droplets is replaced by an enve-
lope of solid particles [Thieme et al., 1999] 
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2) Examine aggregate adhesion to oil/water interfaces and demonstrate the formation of 
Pickering emulsions for different oils (e.g. organic solvents, gasoline, crude oil). 
3) Determine the influence of particle size on the formation of aggregates consisting of 
oil, silica and minerals in seawater. 
In order to complete these objectives, the theoretical principles are discussed followed 
by choosing the three different oils to form Pickering emulsions with three different size frac-
tions of silica particles. Later, the anionic surfactant Aerosol OT (AOT) was added to probe 
the emulsion formation and stability while adding a commercial available surfactant and the 
results are compared. 
Results from this thesis project have been presented as a poster for the University of 
Rhode Island Chemical Engineering Research Symposium in April 2014, and as an oral 
presentation for the Colloid & Surface Science Symposium hosted by the American Chemical 
Society in June 2014 held in Philadelphia, PA. These can be found in appendix  6.9.  
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CHAPTER 2. BACKGROUND 
In the following section the theoretical principles that form the basis for the conducted 
research are discussed. First, dispersants and their functionality are presented. The next section 
outlines natural oil degeneration with a focus on seawater and weathering of crude oil. This is 
followed by an explanation of Pickering emulsions and oil mineral aggregates (OMAs). After 
that the effects of reagglomeration and filtration are disclosed followed by a description of 
silica and silica nanoparticles. At the end of this chapter the measurement equipment used is 
explained. 
2.1. Dispersants 
A very general definition of dispersants is given by Heusch and Reizlein: Dispersants 
are “products that are able to promote or stabilize the formation of a dispersion” [Heusch & 
Reizlein, 2008, p. 1]. In a dispersion are two or more insoluble components finely distributed 
into each other [Heusch & Reizlein, 2008]. The U.S. codes for Federal Regulations describe 
dispersants as “chemical agents that emulsify, disperse, or solubilize oil into the water column 
or promote the surface spreading of oil slicks to facilitate dispersal of the oil into the water 
column” [CFR, 2001]. This means dispersants are a key for an effective oil spill response in 
order to minimize environmental damage. Conventional dispersants are detergent-like prod-
ucts [Lessard & DeMarco, 2000]. Using them is one of the limited practical available respons-
es to offshore oil spills [Fiocco & Lewis, 1999]. Dispersants are used to reduce the oil water 
interfacial tension [Gong et al., 2014]. 
The usage of dispersants is necessary as only a small part of an oil slick can be re-
moved by traditional mechanical response. Lessard and DeMarco estimate that this mechani-
cal response rarely results in a recovery of more than 20% of the spilled oil [Lessard & 
DeMarco, 2000]. The reason one would use dispersants is to disperse the oil into the water. 
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This supports natural oil degeneration due to an increase of the specific surface area of the oil. 
The effective use of dispersants during the early phases of oil spill response may prevent or 
reduce impacts on coastal habitats, wildlife, and property [George-Ares & Clark, 2000]. Fur-
thermore the usage of dispersants is cheaper than conventional methods like the mechanical 
removal of the spilled oil [Etkin, 1998]. The National Research Commission stresses that dis-
persants are one potential first response to oil spills [NRC, 1989]. 
Before dispersants can be applied to the oil slick their potential benefits and risks have 
to be evaluated. The potential benefit is that the dispersed spilled oil is removed from the sea 
surface and will not drift into shallow water or ashore. This is important as most damage is 
done by spilled, undispersed oil in shallow water or on the shore [EMSA, 2009]. But it has to 
be considered that the use of dispersants might expose some marine organisms to a higher 
level of dispersed oil than would happen without the usage of dispersants. Unfortunately it is 
difficult to predict the degree of harm for marine organisms exposed to dispersed oil [EMSA, 
2009]. One reason for that is because it is difficult to predict oil toxicity [French-McCay, 
2002]. Furthermore the quality and composition of crude oil varies depending on the type of 
crude oil (e.g. Brent or West Texas Intermediate) [EIA, 2012]. Dispersants are not a silver 
bullet for treating oil spills as they are not recommended for all spills and for all conditions 
[George-Ares & Clark, 2000]. Before their use, the net environmental benefit needs to be 
weighed against other spill response options. Fiocco and Lewis suggest for this an oil spill 
response decision tree [Fiocco & Lewis, 1999]. This tree is stated in appendix  6.1. 
2.1.1. Application of dispersants 
The application of dispersants to the surface is possible in many oil spills whereas the 
application at the wellhead is only possible at higher depths. Because of this are the fact that 
during the Deepwater Horizon oil spill more dispersants were applied on the surface then at 
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the wellhead [Kujawinski et al., 2011], the following section will focus on the application of 
the dispersant at the surface. 
There are three different ways to apply dispersants to oil slicks on the surface of the 
ocean [Fiocco & Lewis, 1999]. All ways have in common that their main principle is similar 
to crop spraying in agriculture, where a plane or a tractor sprays pesticides over a large area. 
The three different ways of application are: 
1) Using ships and boats: The usage of ships and boats is relatively easy as ships can carry 
high loads in comparison to helicopters and planes. Their main disadvantages are their 
slow speed and the fact that they cross the oil slick. If a ship’s bow wave is too large, it 
might push the oil out of the range of the dispersant spray unit. [Fiocco & Lewis, 1999] 
2) Using helicopters: Helicopters are useful for spraying dispersants for smaller oil spills. 
One big advantage is that they are quickly equipped with the spraying bucket. The maxi-
mum capacity per helicopter varies between one ton of dispersant for a small helicopter 
such as MBB-105 and three tons for a larger helicopter such as Sikorsky S61-N, which is 
shown in Figure  2.1. [EMSA, 2009; Fiocco & Lewis, 1999] 
 
Figure  2.1: A Sikorski 61N helicopter reloading dispersant spray bucket from a support vessel [EMSA, 
2009] 
3) Using fixed wing aircrafts: Many different types of aircrafts can be used for spraying 
dispersants. This starts with small, single engine crop spraying aircrafts, which carry less 
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than one ton of dispersant [Fiocco & Lewis, 1999]. The United States have developed 
their own dispersant spray system, called the Aerial Dispersant Delivery System. This sys-
tem is based on the Lockheed Hercules C-130 and enables, depending on the exact con-
figuration of the machine, a capacity of 13.250 to 15.000 liters chemical dispersant, which 
is limited in comparison to ships. A C-130 spraying a chemical dispersant over the Gulf of 
Mexico in 2010 is shown in Figure  2.2. The major problem with this plane type is that the 
C-130 was developed in the early 1950s, which means it is at the end of its product life. 
The main advantage of aircrafts compared to surface vessels is their much higher speed 
that enables them to reach a spill site faster than a ship and enables them to quickly spray 
large areas of an oil slick with dispersants. But planes are limited to low flying which is 
required in order to spray dispersant accurately. [EMSA, 2009; Fiocco & Lewis, 1999; 
IPIECA & OPG, 2012] 
 
Figure  2.2: An US-Air Force plane drops an oil dispensing chemical into the Gulf of Mexico [Cadiz, 2010] 
In case of a leakage at a wellhead, as with the Deepwater Horizon oil spill, it is possi-
ble to inject the dispersant close to the wellhead (subsurface injection). This has the advantage 
that oil and dispersant can mix ascending the water column. In case of the Deepwater Horizon 
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oil spill the injection at the wellhead was not possible at all times because the conditions in 
terms of current and visibility varied. [Kujawinski et al., 2011] 
2.1.2. Structure and functionality 
Before dispersants can be applied, it must be determined whether the dispersant is 
suitable for treating an oil spill under the predominant conditions. Therefore the exact compo-
sition of the dispersants is important. Dispersants consist of three different types of chemicals: 
Solvents, additives and surfactants [Gong et al., 2014]. Solvents are added to promote the 
dissolution of surfactants, to reduce the viscosity of the dispersant and to affect its solubility in 
spilled oil [Gong et al., 2014]. Additives are used to improve the dissolution of the surfactants 
into an oil slick and to increase the long-term stability of dispersant formulation [NRC, 2005]. 
Surfactants (surface active agents) are the active components and have a ‘soap-like’ molecular 
structure. This structure has both, water-loving hydrophilic and oil-loving hydrophobic or 
lipophilic groups [Fiocco & Lewis, 1999]. Using a surfactant lowers the interfacial tension 
between oil and water and enables the formation of oil droplets [Gong et al., 2014]. 
For surface applications the dispersant is sprayed onto the oil slick (see step 1 in Fig-
ure  2.3). In the next step, the dispersant diffuses through the oil and patrons at the oil-water 
interface (see step 2 in Figure  2.3). As it is more difficult to diffuse through high viscosity 
oils, it is more difficult to disperse oils with a high viscosity than light oils [Sun & Zheng, 
2009]. At the oil-water interface the dispersant adjusts itself so that the lipophilic end of the 
dispersant is attached to the oil phase and the hydrophilic end reaches in the water phase. With 
this the interfacial tension between water and oil is reduced. External energy input, e.g. by 
waves, wind or current, disperses the oil into the top 5-10 meters of a water column as tiny, 1-
70 micrometer large droplets (see step 3 in Figure  2.3). [Lessard & DeMarco, 2000] 
 9 
 
Figure  2.3: Working mechanism of dispersants to create oil droplets [Lessard & DeMarco, 2000] 
2.1.3. Common Dispersants 
First generation dispersants, which were developed in the early 1970s, were in some 
cases so toxic to the marine environment that the adverse effects of the dispersed oil were 
much greater than the effects of the untreated oil [Brochu et al., 1987]. Since then the disper-
sants have been improved. During the Deepwater horizon oil spill the surfactants COREXIT® 
9500A (for surface applications and wellhead injections) as well as COREXIT® 9527 (for 
surface applications) were applied [Kujawinski et al., 2011]. 
One difficulty using dispersants during oil spills is to evaluate if dispersant treatment 
was successful and to estimate the toxicity if the dispersant on the marine environment. One 
example is the first usage of COREXIT® 9500 after the Sea Empress oil spill in the United 
Kingdom in February 1996 [Lessard & DeMarco, 2000]. The single hull tanker Sea Empress 
ran aground at the entrance to Milford Haven and exposed an estimated 72,000 tons of Forties 
Blend crude oil and 360 tons of fuel oil to the North Sea [Harris, 1997]. For the treatment of 
this oil spill 445 tons of dispersant were used [Harris, 1997]. Lessard and DeMarco as well as 
Lunel et al. describe the dispersant use as overall successful [Lessard & DeMarco, 2000; 
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Lunel et al., 1997]. There is some proof in the literature that there has been no significant ef-
fect on the plankton of the Southern Irish Sea [e.g. Batten et al., 1998]. Furthermore there are 
no reports of the mortalities of commercially-exploited crustaceans or fish as a result of the oil 
spill [Law & Kelly, 2004]. But other studies show that the oil spill had negative effects. For 
example Lyons et al. showed that the Sea Empress oil spill resulted in significantly higher 
self-reported illness in terms of anxiety, depressions, headache, sore eyes and sore throat of 
people living in towns exposed to the Sea Empires oil spill [Lyons et al., 1999]. But it is diffi-
cult to conclude if the oil spill or the dispersant are the cause of this. 
Furthermore it was determined that the use of COREXIT® during the Deepwater 
Horizon oil spill supported the penetration of polyaromatic hydrocarbons into the sandy beach 
sediments of the Northeastern Gulf of Mexico [Zuijdgeest & Huettel, 2012]. 
Rico-Martinez et al. determined the toxicity of a mixture of Macondo crude oil, sea-
water and the dispersant COREXIT® 9500. They report that the toxicity of this mixture is up 
to 52 times higher to B. manjavacas than Macondo crude oil and seawater [Rico-Martínez et 
al., 2013]. Macondo crude oil was spilled during the Deepwater Horizon oil spill. Studies 
which were conducted by the COREXIT® manufacturer, oil companies like British Petroleum 
and the United States Environmental Protection Agency, do not view these dispersants as be-
ing extremely toxic [CNN, 2010a; Hemmer et al., 2010]. 
Such different toxicity results may occur as for testing dispersants it has to be consid-
ered that the laboratory aquatic toxicity varies with the test species and the experimental con-
ditions [George-Ares & Clark, 2000]. This means factors like temperature, salinity, oil type 
and concentration, as well as concentration of the dispersant, might have an influence on the 
toxicity. 
As of April 2014 the U.S. Environmental Protection Agency (EPA) lists 19 different 
dispersants in the National Contingency Plan’s Product Schedule. The EPA has effectiveness 
and heavy metal/chlorinated hydrocarbon content data available for the listed dispersants. This 
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data can be found in the National Contingency Plan’s Product Schedule Technical Notebook 
[US EPA, 2014a]. These dispersants are listed in Table  2.1. 
Table  2.1: Dispersants on the National Contingency Plan Product Schedule as of April 2014 [US EPA, 
2014b] 
 
These dispersants have different toxicities and efficacies. The LC50-value for My-
sidopsis bahia (a kind of shrimp) after 48 hours depends on the concentration of the dispersant 
and oil. The LC50 value is the median lethal dose where half of the members of the tested pop-
ulation were killed. As an example the LC50 value for Mysidopsis bahia with COREXIT® 
9527A is stated in Table  2.2. 
Table  2.2: LC50-value for Mysidopsis bahia after 48h [US EPA, 2014a] 
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From this table it can be seen that the dispersant COREXIT® EC9527A alone has a 
much higher LC50 value than a benchmark crude oil. The combination of COREXIT® 
EC9527A and benchmark crude oil has a lower toxicity then the oil alone. This means that 
COREXIT® EC9527A has to be used carefully so that dispersant is only dispensed over the oil 
slick. 
The efficacy of dispersants is varying depending on the crude oil. The effectiveness of 
COREXIT® EC9527A when applied to Prudhoe Bay and South Louisiana Crude oil is stated 
in Table  2.3. 
Table  2.3: Effectiveness COREXIT® EC9527A [US EPA, 2014a] 
 
The varying effectiveness shows that the dispersant has to be chosen in consideration 
of the spilled oil. 
One component of COREXIT® EC9527A is Aerosol OT (AOT), Dioctyl sodium sul-
fosuccinate or Butanedioic accid, 2-sulfo-, 1,4-bis(2-ethylhexyl) ester [US EPA, 2014c]. This 
organic, negatively charged surfactant AOT is used as a wetting agent in cosmetic products, 
gelatin, and beverages [Schor, 2010; Sigma-Aldrich, 2014; US EPA, 2013]. Furthermore AOT 
is registered as an insecticide in pet shampoos [US EPA, 2013] and a registration as a pesti-
cide has been filed [US EPA & Keigwin, 2010]. AOT is ranked in the Hazardous Material 
Identifier System as inflammable and stable, but temporary minor injury may occur for hu-
mans after contact [Sigma-Aldrich, 2014]. Additionally AOT is listed on the WHO Model List 
of Essential Medicines as a drug in palliative care [WHO, 2013]. The structure formula for 
AOT is shown in Figure  2.4. 
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Figure  2.4: Chemical structure Aerosol OT [Sigma-Aldrich, 2014] 
In the Agreement for cooperation in dealing with pollution of the North Sea by oil and 
other harmful substances from 1983 (“Bonn Agreement”) many European states limit the 
usage of dispersants [Bonn Agr. Secr. et al., 2009]. For example Sweden is not using disper-
sants at all. In Germany the usage of dispersants in shallow water with less than 10 meter 
depth is not allowed. Between 10 and 20 meter depth the usage of dispersants has to be per-
mitted by official administration (Havariekomando in Cuxhaven). [Bonn Agreement, 2005] 
While choosing the right dispersant, it has to be considered that under certain condi-
tions like special emulsions or heavier oils the dispersion rate might be slow as the chemical 
agents need time to penetrate the oil [Lessard & DeMarco, 2000]. 
2.2. Natural oil degeneration 
The effect of oil degradation in the ocean is a natural process and is necessary because 
natural oil spills take part without human action. The total worldwide input of hydrocarbons 
into the ocean is estimated at 1,300,000 tons per year between 1990 and 1999. The input from 
natural seeps is about 600,000 tons per year, which is 46% of the total input [NRC, 2003]. The 
other sources are stated in Table  2.4. 
Table  2.4: Average, annual releases of petroleum by source (1990-1999) [NRC, 2003] 
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At the Sea Empress Oil spill in 1996 were 72,000 tons crude oil exposed to the sea. 
During the Gulf War 1,500,000 tons of oil were exposed to the sea during the largest oil spill 
in history [CNN, 2010b; The Telegraph, 2014]. During the Deepwater Horizon oil spill 210 
million gallon of crude oil was spilled in the Gulf of Mexico [The Telegraph, 2014]. Assum-
ing a density of 𝜌𝑜𝑖𝑙 𝐷𝑒𝑒𝑝𝑤𝑎𝑡𝑒𝑟 𝐻𝑜𝑟𝑖𝑧𝑜𝑛 = 0.84 𝑘𝑔𝐿  [Liu et al., 2012] this equals about 670,000 
tons crude oil. This is about the average annual release from natural seeps (compare Ta-
ble  2.4). 
Crude oil consists of four types of hydrocarbon molecules, called the hydrocarbon se-
ries. The percentage of each hydrocarbon series varies depending on the type of crude oil con-
trolling the chemical and physical properties of that oil. These hydrocarbon series are paraf-
fines, naphthens, aromatics and asphaltics. If a hydrocarbon has only single bonds between 
carbon atoms, they are called saturated. If they have at least one double bond, they are unsatu-
rated. Paraffin or alkane molecules are saturated linear chains of carbon atoms. If paraffin has 
more than 17 carbon atoms, it is a wax and forms a waxy crude oil. A naphthalene or cyclo-
paraffin molecule is a closed circle with saturated bonds between the carbon atoms. As soon 
as one of these bonds is unsaturated, it is an aromatic or a benzene molecule. An asphaltic 
molecule has more than 40 carbon atoms. These asphaltic molecules are brown to black and 
determine the color of crude oil. The average and range of hydrocarbon series molecules is 
shown in Table  2.5 [Hyne, 2012, pp. 2–4]. 
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Table  2.5: Average and range of hydrocarbon series molecules in crude oil [Hyne, 2012, p. 4] 
 
It has to be considered that the chemical composition of crude oils from different pro-
ducing regions and even from within one formation can vary tremendously [NRC, 1985, p. 
17]. The process of degradation takes place in an ocean surrounding, which consists of sea-
water. 
2.2.1. Seawater 
According to the Encyclopedia Britannica seawater is a mixture consisting of water, 
salts and some small amount of dissolved inorganic and organic materials, particulates and 
dissolved atmospheric gases [Mackenzie et al., 2014]. The salt concentration is defined as 
salinity, which is the total amount of salt dissolved in seawater. Salinity is expressed as grams 
of salt left behind after 1,000 grams of seawater are evaporated [Castro & Huber, 2003]. It is 
interesting that the percentage of different salt ions present in the solution remains constant 
and the absolute amount of salt, the salt concentration, varies. This salt concentration is in a 
range between 33 ‰ and 37 ‰ with an average about 35 ‰ in the open ocean [Castro & 
Huber, 2003]. That means that vaporizing 1,000 g seawater will leave in average 35 g salt, 
which is a salt concentration of about 1148 mM [Pilson, 1998, p. 59]. The composition of 
seawater under the assumption of 35 ‰ salinity is shown in Table  2.6. 
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Table  2.6: The composition of seawater of 35 ‰ salinity [Castro & Huber, 2003, p. 48] 
 
The temperature of seawater varies between -2°C and +30°C. Temperatures below 
0°C are possible as seawater is saltwater which freezes colder than ordinary water [Castro & 
Huber, 2003, p. 48]. Temperature and salt concentration are a key parameter for the density as 
seawater gets denser as it gets saltier or colder [Castro & Huber, 2003]. The range of pH 7.4 to 
pH 9.6 covers most pH water on earth [Marion et al., 2011]. In this surrounding of seawater 
takes the natural oil degeneration part. 
2.2.2. Weathering and natural oil degeneration 
Within 24 to 48 hours after an oil spill the properties of the oil change significantly. 
This effect is called “weathering”. Even after 48 hours this process of weathering continues, 
but the early changes are the most significant. The word “weathering” includes the processes 
of evaporation, dissolution, photo oxidation and emulsion formation [US EPA, 1993]. The 
type of oil and environmental factors like temperature, sea state and wind speed have an influ-
ence on the weathering process. The weathering process may reduce the dispersant effective-
ness under extreme situations within two to four hours. This results in the loss of volatiles in 
the oil slick through evaporation, which causes an increase in oil density, viscosity and surface 
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tension. Within 48 to 72 hours after the oil spill, the oil slick loses nearly all aromatic hydro-
carbons that are lighter than naphthalene. [US EPA, 1993, p. 41] 
The oil itself is generally degenerated by bacteria [Das & Chandran, 2011]. The first 
study of the utilization of hydrocarbons by organisms was conducted in the early 1900 
[Bushnell & Haas, 1941]. In these studies the oxidation of methane was observed [Fuhs, 
1961]. The general mechanism follows this reaction formula: 
𝐶𝐻4 + 2 𝑂2 = 𝐶𝑂2 + 2 𝐻2𝑂  2.1 
But there are no general bacteria that consume all types of crude oil as the biodegrada-
tion is a selective utilization of certain types of hydrocarbons by microorganisms [Speight, 
2006, p. 100]. The temperature has an influence on the degeneration rate of oil [Atlas, 1975; 
Garrett et al., 2003]. Another factor on the degeneration rate is the oil type. Garrett et al. de-
termined that n-alkanes degenerate before iso-alkanes and smaller aromatic molecules are 
degraded before larger ones [Garrett et al., 2003]. 
As this chemical decomposition takes part as soon as the oil is spilled on the sea, the 
U.S. National Research Council notes that experiments designed to access the impact of crude 
oil should consider weathering effects [NRC, 1989]. These chemical and biological weather-
ing processes reduce the toxicity and amount of oil residue and its potential effect to wildlife 
[Jahns & Bragg, 1991]. Weathering effects are supported by waves and tides as well as other 
cleanup activities [Jahns & Bragg, 1991]. Another supporting factor is the dispersion effect. 
2.2.3. Dispersion effect 
Lessard and DeMarco define the dispersion effect as an ongoing mixing of crude oil 
and seawater in the water column which results in very low concentrations of crude oil, less 
than 1 part per million in most cases. According to Lessard and DeMarco this dilution is the 
key to a successful dispersant application. Furthermore this process makes the oil droplets 
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highly accessible to hydrocarbon-degrading bacteria, promoting removal from the environ-
ment by natural processes [Lessard & DeMarco, 2000]. The result of the dispersion effect is 
shown in Figure  2.5: 
 
Figure  2.5: Dispersion effect [Lessard & DeMarco, 2000] 
The idea of this research project is to disperse the oil using Pickering emulsions with 
silica instead of traditional surfactants. 
2.3. Pickering Emulsions 
A Pickering emulsion is an emulsion of two liquids with solid particles as the emulsi-
fier. The general concept of Pickering emulsions is to replace the surfactant and form a classi-
cal emulsion with a solid particle. This creates a solid particle envelope around the dispersed 
droplets [Thieme et al., 1999]. The particles do not lower the oil/water interfacial tension like 
a conventional surfactant, but they are strongly absorbed at the interface and cannot easily be 
removed. This is shown in Figure  2.6. 
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Figure  2.6: Sketch of a Pickering emulsion and a classical (surfactant-based) oil in water emulsion [c.f. 
Chevalier & Bolzinger, 2013] 
This means Pickering emulsions are “emulsifier free”, which makes them attractive 
for applications where surfactants might have a negative influence, especially for applications 
with living matter for health and body care applications [Frelichowska, Bolzinger, & 
Chevalier, 2009]. 
Pickering Emulsions were discovered at the beginning of the 19th century [Pickering, 
1907; Ramsden, 1903]. Even though Walter Ramsden discovered the effect first in 1903, this 
kind of emulsions is called after Spencer U. Pickering, who reported this emulsion in 1907. 
2.3.1. Formation 
Classical emulsifiers have similarities with Pickering emulsions [Midmore, 1998]. 
One important point is that the production is exactly the same. Particles are dispersed in the 
water or oil phase the same as emulsifiers [Chevalier & Bolzinger, 2013]. 
But Pickering emulsions show specific properties: The particle acts as barrier against 
formation and material transfer through the interface. This offers the possibility of forming 
stable millimeter sized emulsions as well as very stable double emulsions [Chevalier & 
Bolzinger, 2013] and is usable for drug release [Frelichowska, Bolzinger, Valour, et al., 2009]. 
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The number of droplets formed in a Pickering emulsion strongly correlates with the 
viscosity, temperature, and asphaltene content of the two liquids [Khelifa et al., 2002]. Viscos-
ity and asphaltene content are depending on the type of crude oil. Consequently is the number 
of droplets in a Pickering emulsion depends on the oil type. In this study Pickering emulsions 
are prepared with a vortex mixer. The basic principles of vortex mixing are explained in ap-
pendix  6.3. 
2.3.2. Stability 
For the stability the following equation is given for solid spherical particles, which are 
dispersed in an aqueous phase [Levine et al., 1989]: 
∆𝐺 = 𝜋𝑟𝑝2𝛾𝑜𝑤(1 − |𝑐𝑜𝑠𝛩|)2  2.2 
In this equation 𝑟𝑝 stands for the radius of the particle, 𝛾𝑜𝑤 is the interfacial oil/water 
tension and Θ is the contact angle. The interfacial tension is the work that is required to in-
crease the surface area divided by that area [IUPAC, 2014, p. 1499]. If one of the media is 
water, it is called surface tension. The contact angle is defined as the angle between the two 
interfaces at the three-phase line of contact [IUPAC, 2014, p. 327]. The contact angle is de-
fined as stated in Figure  2.7: 
 
Figure  2.7: Isolated solid spherical particle at a planar oil/water interface [Levine et al., 1989 edited] 
Furthermore it is assumed that the particles are so small so that the effect of gravity is 
negligible [Aveyard et al., 2003]. The equation  2.2 expresses the Gibbs free energy while a 
solid spherical particle is detaching the oil-water layer. The larger the ∆𝐺-value the more sta-
ble the emulsion. 
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Additionally the effectiveness of the solids in forming a stable emulsion depends on 
the size, shape and concentration of the particles as well as on the interactions between parti-
cles [Binks, 2002; Giermanska-Kahn et al., 2002]. 
2.3.3. Pickering Emulsions with silica 
There has been a significant amount of research on silica particles and Pickering 
emulsions. The main observations and results are stated below: 
• The less polar the oil, the larger amount of silica is required to form a stabile Pickering 
emulsions. [Frelichowska, Bolzinger, & Chevalier, 2009] 
• An increasing silica concentration causes a significant decrease in emulsion droplet size. 
[Frelichowska, Bolzinger, & Chevalier, 2009] 
• Silica Pickering emulsions are pH dependent as the stability of the emulsion layer changes 
with changing pH. [Binks & Whitby, 2004; Dyab, 2012] 
• Very hydrophobic or hydrophilic silica particles form emulsions with large droplets 
(>100µm). These droplets are unstable to coalescence [Binks & Lumsdon, 2000] except if 
a very polar oil is used [Frelichowska, Bolzinger, & Chevalier, 2009]. 
• Droplets formed by silica particles with a medium hydrophobicity are smaller than a mi-
crometer and stable to coalescence indefinitely. [Binks & Lumsdon, 2000] 
• If sodium chloride is present, emulsions with silica particles are unstable to creaming at all 
salt concentrations (0 to 5 M) and at pH values between 2 and 10. [Binks & Lumsdon, 
1999] 
• The average drop diameter of O/W-emulsions increases with increasing silica particle 
size. [Binks & Whitby, 2005] 
• Pickering Emulsions with silica become less stable as sedimentation occurs. [Binks & 
Lumsdon, 1999] 
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Furthermore research has been conducted on the interactions between emulsions stabi-
lized by silica nanoparticles and surfactants, but those interactions are still poorly understood 
[Whitby et al., 2009]. 
As the Pickering emulsions in this research project were formed using a vortex mixer, 
the function of a vortex mixer is explained in appendix  6.2. 
2.4. Oil mineral aggregates 
Oil can be present in the water column in two physical forms: As dispersed droplets 
and as dissolved components. These dispersed droplets or dissolved components can interact 
with sediments through [Gong et al., 2014]: 
1) Direct aggregation to form oil mineral aggregates (OMAs) 
2) Adsorption or incorporation in the sediment phase 
The first reported interactions between oil droplets and minerals suggested that the 
factors which have an influence on the amount of oil connected to the solid phase include the 
type of oil (viscosity, composition), type of solid (mineralogy, grain size distribution, organic 
matter content), amount of turbulent energy and water salinity [Owens & Lee, 2003]. It has 
been suggested that the formation of OMAs play a major role in the natural cleaning of oiled 
shorelines and may be the basis for the development of oil spill countermeasure technologies 
[Khelifa et al., 2005]. 
There are three different structural types of OMA known [Gong et al., 2014; Stoffyn-
Egli & Lee, 2002]. Examples for this are shown in Figure  2.8: 
Droplets: Droplet OMAs appear as dispersed oil (spherical droplets) with mineral 
particles attached to their surface only (see Figure  2.8 A and B). Droplet OMAs are the most 
common type. Sometimes more than one droplet can be found within one OMA. 
Flakes: Flake aggregates are thin sheets in which solid and oil particles are arranged 
in an ordered configuration in a scale up to millimeter (see Figure  2.8 C). 
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Solid: Solid mineral aggregates are typically a non-spherical mixture of oil and solid 
bodies of various shapes with irregular fluorescent contours (see Figure  2.8 D). 
 
Figure  2.8: Three different types of OMAs [Gong et al., 2014 edited; Stoffyn-Egli & Lee, 2002 edited]. (A) 
Single droplet or multiple droplets (B) Droplet OMA from which particle free oil has leaked out leaving at right its 
mineral casing, (C) flake aggregates (D) solid OMA. All images seen by combined bright-field and UV Epi-
fluorescence. Oil appears as bright areas and the mineral particles are dark 
These structures can form rapidly in presence of oil-droplets, mineral fines and sea-
water with an adequate amount of energy [Weise et al., 1999]. This flocculation stimulates the 
natural rates of oil biodegradation due to an increase in the oil-water interface area. This 
makes the oil more accessible to bacteria [Bragg et al., 1994; Weise et al., 1999]. An aggrega-
tion of solid material was observed in Pickering emulsions. This should be similar to the 
above-discussed droplet OMA [Thieme et al., 1999]. 
The typical formation of OMAs takes place in two steps. At first the oil slick is dis-
persed into oil droplets. The energy for that can be introduced in two different ways – external 
disturbing forces, which are mainly produced by the flow field, and internal restoring forces 
such as interfacial tension to maintain the shape of the droplet. In this step the mixing energy, 
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the oil viscosity and the interfacial tension between oil and seawater are important. In the sec-
ond step the oil droplets interact with suspended particulate matter. This interaction is mainly 
between the polar compounds within the oil and the suspended particulate matter. This is one 
of the main causes for destabilization of Pickering emulsions as this aggregation causes a 
transformation of particles into compact clusters. The particle in these solid clusters cannot 
create new Pickering emulsion droplets [Juárez & Whitby, 2012]. 
Salinity, oil type and concentration as well as sediment type and particle concentration 
have an effect on this second step. Afterwards, denser heavy OMAs settle while less-dense 
lighter OMAs are suspended in the water and rinse up to the surface. This effect is shown in 
Figure  2.9: 
 
Figure  2.9: Formation and movement of various types of OMAs in the ocean [Gong et al., 2014 edited] 
According to a review article written by Gong et al. the following factors have an in-
fluence on the formation of OMAs: [Gong et al., 2014] 
1) Oil characteristics (viscosity, droplet size, composition, density, concentration) 
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2) Physical properties of the solids (mineralogy, grain size distribution, organic matter 
content, density, concentration) 
3) Environmental conditions (temperature, pH, water salinity, pressure, hydrodynamic 
conditions) 
Stoffyn-Egli and Lee state that fumed silica do not form OMAs in real seawater to any 
significant degree with IF30 fuel oil and different types of crude oil. “Both mineral particles 
and oil droplets have a negative surface charge. In an electrolyte such as seawater, an electri-
cal double layer forms, where cations are attracted to the surface of the particle, and this 
higher local concentration of cation in turn attracts more anions. […] It can be concluded 
that very fine particles cannot stabilize oil droplets because they cannot keep them at a dis-
tance large enough to overcome the hydrophobic bonding that cause oil droplets to re-
coalesce.” [Stoffyn-Egli & Lee, 2002, p. 42] 
2.5. Reagglomeration 
One problem with silica nanoparticles is that they tend to agglomerate during drying 
in the production process [Maskara & Smith, 1997]. This aggregation involves adhesion be-
tween the colloidal particles via interparticle attraction [Iler, 1979; Visser, 1976]. It occurs 
when the particle becomes smaller than 10 µm in at least one direction [Visser, 1989] – sand 
on a beach has no real adhesion to a dry towel or the swimming suit as it can be shaken off 
easily, but chalk stays on the blackboard after writing on it. This effect is possible because the 
chalk particles are much smaller and have more specific surface area than the sand particles 
[Visser, 1995]. “Aggregation” is involved in the following phenomena for colloidal silica 
[Iler, 1979, p. 364f]: 
1) Gelling: In gels are the particles linked together in branched chains that fill the whole 
volume of sol. This is why there is no increase in concentration of silica in any region 
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macroscopic region of the medium possible. The overall medium becomes viscous and is 
solidified by a coherent network of particles that can retain liquid by capillary action. 
2) Coagulation: Coagulation is where the particles come together into relatively close-
packed clumps in which silica is more concentrated than in the original sol. This is why 
the coagulum settles as a relatively dense sedimentation. 
3) Flocculation: Flocculation means that the particles are linked together by bridges of the 
flocculating agent, which are sufficiently long that the aggregated structure remains open 
and voluminous. This flocculation occurs during the formation of OMAs [Omotoso et al., 
2003]. 
As silica particles form agglomerates while drying, they have to be dispersed or “de-
agglomerated” in order to make them smaller. These agglomerates are similar to the above 
described coagulates. 
There are three possible methods to deagglomerate suspended nanoparticles [Sato et 
al., 2008]: (1) Ball milling, (2) Bead milling and (3) Sonication. Unfortunately the energy 
density is not high enough to break most of the colloid agglomerates [Müller et al., 2004]. 
This is why sonication was chosen for this study: 
Sonication, ultrasonication or ultra-sonication is defined by the Royal Society of 
Chemistry as the irradiation of a liquid sample with ultrasonic (>20 kHz) waves resulting in 
agitation. Other references define a range of around 15 kHz to tens of MHz. These sound 
waves dispersed into the liquid media result in alternating high-pressure (compression) and 
low-pressure (rarefaction) cycles. During the high pressure phases the sonication waves gen-
erate small vacuum bubbles in the liquid, which collapse violently during compression and 
break the agglomerates into smaller fragments. This collapse is called cavitation and is shown 
in Figure  2.10. Furthermore sonication can be used for heating solutions. [Bensebaa, 2013; 
RSC, 2014; Suslick, 1995] 
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Figure  2.10: Mechanism of cavitation during sonication [Kusters & Pratsinis, 1993 edited] 
For processing nanoparticles it is known that the extent of particle breakage by ultra-
sound is a function of the ultrasound energy delivered to the unit volume of the sample 
[Gibson et al., 2009; Yong et al., 2008]. Generally there are three different techniques availa-
ble to deliver the energy to the sample [Santos & Capelo, 2007]: (1) Bath sonication, (2) probe 
sonication and (3) cup sonication.  
1) Bath sonication: The ultrasonic bath is a common piece of equipment in chemical labora-
tories [Santos & Capelo, 2007] and shown in Figure  2.11. One major disadvantage is that 
the intensity distribution inside an ultrasonic bath is not homogeneous [Santos & Lodeiro, 
2009]. That means that the efficiency varies depending on the position of the sample in the 
bath. One way of determining the efficiency in a bath sonicator is the aluminum foil test. 
This is defined in the ASTM-Standard B548. In order to enable a better intensity distribu-
tion some manufactures developed ultrasonic baths with sonication units at the bottom and 
at the walls [Bandelin, 2014; Santos & Lodeiro, 2009]. 
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Figure  2.11: Picture of bath sonicator Branson 1510 
Nevertheless bath sonication is not a powerful tool as a common bath only has a specific 
power between 1 and 5 𝑊
𝑐𝑚3
. 
2) Probe sonication: For probe sonication the probe is immersed directly into the solution, 
where the sonication takes place. This is why the ultrasonic power with a probe is about 
100 times higher than bath sonication [Santos & Capelo, 2007]. A normal probe sonicator 
consists of four major parts: A generator, an ultrasonic converter, a standard or booster 
horn and a probe. The generator converts the voltage from the electricity grid to a high 
frequency (most likely 20 kHz). This electrical energy is transformed by the ultrasonic 
converter to mechanical energy, which is increased by the horn. Finally the mechanical 
energy is leaded into the sample by the probe. [Santos & Capelo, 2007] 
 
Figure  2.12: Comprehensive scheme of an ultrasonic probe [Santos & Capelo, 2007 eddited] 
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A challenge while using probe sonication are the dead zones as the ultrasonic intensity 
rapidly decreases radially and axially from the tip. This is why the distance between the 
tip and container should be minimized. But a contact between the wall and the probe 
should be avoided as this might break the probe. [Santos & Lodeiro, 2009] 
3) Cup sonication: In a cup horn the probe is held within an acrylic cup filled with the soni-
cation medium. Such a sonication cup is shown in Figure  2.13. The average cup soni-
cation is about 50 times more intense than an ultrasonic bath. Furthermore cup sonication 
enables the processing of sealed tubes or vials. This is why they are ideal for sterile or 
dangerous pathogenic samples. [Santos & Capelo, 2007] 
 
Figure  2.13: Cup horn probe [Nano Lab, 2012] 
Due to the high costs of cup sonication only bath and probe sonication were possible 
treatments for nanoparticles in this study. As the processing of nanoparticles requires high 
sonication power [Qsonica, 2014], probe sonication was chosen for this study. 
2.6. Filtration 
Filtration is a unit operation designed to separate suspended particles from a fluid me-
dia by passing the solution through a porous membrane or medium [Cheremisinoff, 1998]. 
Other operations to separate suspended particles from fluid media include centrifugation 
[Akbulut et al., 2012] and, if possible, magnetic separation [Kelland, 1998]. 
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In order to conduct a filtration, liquid feed with solid particles is delivered to the filter 
medium (e.g. a filter paper). This filter medium prevents larger particles from passing. These 
large particles are collected on the filter and form the filtration cake. If the cake is thick 
enough, it supports the effect of the filter medium. The filtrate passes the filter. A schematic of 
this is shown in Figure  2.14: 
 
Figure  2.14: Schematic of cake filtration [Sutherland, 2008, p. 20 edited] 
For the pressure drop ∆𝑝 through a filter is the following known [Rushton et al., 
1996]: 
∆𝑝 = 𝑣 ∙ µ ∙ (𝑅𝑐 + 𝑅𝑚)    2.3 
From this equation it can be seen that the pressure drop is proportional to the velocity 
through the filter medium 𝑣, the viscosity of the following fluid 𝜇 as well as the sum of the 
resistance of the cake 𝑅𝑐 and the resistance of the filter medium 𝑅𝑚. That means the pressure 
drop can be reduced by reducing the velocity of the feed or by reducing the resistance respec-
tively to the thickness of the cake. 
2.7. Silica and Silica Nanoparticles 
Silica, silicon dioxide or 𝑆𝑖𝑂2, is a major constituent of rock-forming minerals [Flörke 
et al., 2008]. Furthermore it is an important component of sediments and soils [Castro & 
Huber, 2003]. Free silica makes about 12-14 wt% of the upper earth surface [Flörke et al., 
2008]. The US and the European countries declared silica as a hazardous chemical [Flörke et 
 31 
al., 2008]. The National Institute for Occupational Safety and Health suggests a exposure limit 
of 0.05 𝑚𝑔
𝑚3
 respirable crystalline silica as a time-weighted average for up to 10 hour workdays 
during a 40-hr workweek [NIOSH, 2002]. While dealing with respirable crystalline silica (e.g. 
quartz dust) it has to be considered that it is labeled as a carcinogenic substance by the US 
Department of Health and Human Service, World Health Organization and the International 
Agency for Research on Cancer [HHS, 2011; WHO, 1997]. 
Silica nanoparticles are used as an additive for rubber and plastics, a strengthening fil-
ter for concrete and other construction composites as well as a drug delivery system 
[AZoNano, 2013; Tang & Cheng, 2013]. Silica nanoparticles received the first step of the 
Food and Drug Administration (FDA) approval for a first-in human clinical trial testing 
[Benezra et al., 2011]. The worldwide annual production of silica is 138,000,000 metric tons, 
grown crystal silica was about $170 per kilogram in 2011 [Dolley, 2013]. 
Adams et al. found out that in water suspended silica nanoparticles have antibacterial 
properties towards the bacteria B. subtilis and to a lower extend to E. coli [Adams et al., 
2006]. However other studies found out that silica has no effect on B. subtilis [Liang et al., 
2005]. These results show that silica nanoparticles might be toxic against some cell types. 
According to Iler silica is not “soluble to any appreciable degree in any other liquid 
than water” [Iler, 1979]. If this silica is amorphous silica, it can form combined structural 
bounds while being in water [Zhuravlev, 2000]. There are some silica particles already in the 
ocean. Anderson et al. assumed for the Bering Strait a silica concentration of 23 ±9 µM and 
for the Fram Strait a concentration of 5 ±1 µM [Anderson et al., 1983]. 
The surface properties of pure silica are determined mainly by two factors: 
[Zhuravlev, 2000] 
1) The chemical activity on the surface, which depends on the concentration and distribu-
tion of different types of OH groups and the presence of siloxane bridges. OH groups on 
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the silica surface become deprotonated above the isoelectric point (pH 2-3), leading to a 
negative surface charge. The OH surface concentration and pH ultimately determine the 
charge and colloidal stability of silica dispersed in water. 
2) The porosity of the silica nanoparticles as this has an influence on the specific surface 
properties of the silica nanoparticles. 
2.8. Measurement equipment 
In this chapter the theory behind the used measurement equipment is described. At 
first Dynamic Light Scattering is discussed followed by a brief description of optical micros-
copy and an introduction in scanning electron microscopy.  
2.8.1. Dynamic Light Scattering 
Dynamic light scattering (DLS, sometimes referred to as Photon Correlation Spectros-
copy or Quasi-Elastic Light Scattering) measures the size of dispersed particles in the sub-
micron region. Therefore it measures with a laser the Brownian motion and relates it to the 
size of particles. This is possible because the larger the particle, the slower the Brownian mo-
tion is if temperature is kept constant. Malvern Instruments Ltd., a manufacturer of DLS sys-
tems gives in a technical note a more detailed explanation of DLS systems [Malvern 
Instruments, 2014a], Berne & Pecora derive the relevant equations [Berne & Pecora, 2003]. 
For the usage of a DLS system the following terms have to be defined: 
1) Polydispersity Index (PDI): The PDI is calculated from a regression of correction data 
for the intensity distribution. The PDI is dimensionless and scaled. Values smaller than 
0.05 are highly monodisperse and rarely seen. Values greater than 0.7 show a very broad 
distribution, which is not suitable for DLS [Malvern Instruments, 2011]. The exact calcu-
lations are defined in ISO standard 13321:1996 E and ISO 22412:2008.  
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2) Z-average: The Z-average, sometimes called cumulates mean, can be expressed as the 
intensity based harmonic mean and is computed with this expression: [Horiba Scientific, 





 �  2.4 
Here is 𝑆𝑖 the scattered intensity and 𝐷𝑖 the diameter of particle i. For sufficient small parti-
cles occurs the Rayleigh scatters, which means 𝑆𝑖~𝐷𝑖6. With this follows: 
𝐷𝑍 = ∑𝐷𝑖6
�∑𝐷𝑖
5 �  2.5 
3) Distribution: The DLS system measures the intensity. Based on this results can the inten-
sity distribution computed. Using the intensity distribution and the Raylingh approxima-
tion the number and the volume distribution can be computed. There is a 1:1,000,000 ratio 
between the number and intensity distribution because the intensity is proportional to d6 
due to the Rayleigh approximation. Between the number and volume distribution is the ra-
tio 1:1,000 because the volume is proportional to the diameter to the power of three due to 
the volume of a square. This effect is shown in Figure  2.15 with a bimodal mixture of 5 
and 50 nm particles present in equal numbers: 
 
Figure  2.15: Number, volume and intensity distribution of a bimodal mixture of 5 an 50 nm particles in 
equal numbers [Malvern Instruments, 2014a, p. 11 edited] 
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2.8.2. Optical Microscopy 
Optical microscopy is a relatively old technique, but in recent years much of progress 
made was in terms of digital imaging [Davidson & Abramowitz, 1999]. As optical microscopy 
is standard, well known equipment, it is not discussed here. A detailed introduction is given by 
Tkaczyk [Tkaczyk, 2010]. 
2.8.3. (Cryogenic) Scanning Electron Microscope 
A cryogenic scanning electron microscope (cSEM) is a normal scanning electron mi-
croscope (SEM) equipped with a cold stage. This cold stage is cooled with liquid nitrogen or 
helium to freeze the sample in order to determine bubbles or other liquid samples. An ex-
tremely low temperature is necessary to avoid degassing of the sample as the SEM is operated 
under a high vacuum that reduces the freezing point of liquids. [Greiser, 2009] 
A SEM consists of two major components: The electron column and the control con-
sole. The column consists of an electron gun and two or more lenses, which influence the elec-
trons moving down the evacuated tube. The gun generates electrons and accelerates them with 
energy between 0.1 and 30 keV and sends them down the column which has a vacuum about 
10-4 to 10-5 Pascals. In the column the electrons pass through lenses that focus them on the 
sample. The electrons enter the sample to a depth of approximately 1µm. During this contact 
is the signal generated which is used by the detector to generate the image, which is shown on 
the control console. This control console consists of a viewing screen and a computer to con-
trol the electron beam and lenses. A detailed introduction into scanning electron microscopy is 
given by Goldstein et al. [Goldstein et al., 2003]. A schematic of this process is shown in Fig-
ure  2.16: 
 35 
 
Figure  2.16: Schematic drawing of the electron column in an SEM [Goldstein et al., 2003, p. 23] 
The highest commercially available magnification of a field emission SEM is done 
with a Hitachi SEM. This instrument allows a 0.4 nm resolution with an accelerating voltage 
of 30 kV. [Hitachi, 2011] 
Some SEM systems are connected to an Energy-dispersive X-ray spectroscopy (EDS 
or EDX). This is an analytical technique used for the elemental analysis of a sample. The 
sample is shot with electrons inside the SEM. The sample emits electrons with certain energy. 
Based on the energy is it possible to estimate the atoms which are in this sample. A more de-
tailed description of EDS systems is given by Garratt-Reed and Bell [Garratt-Reed & Bell, 
2003].   
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CHAPTER 3. MATERIALS AND METHODS 
In the following section the setup of the conducted experiment and its procedures are 
described. All silica nanoparticles used are 99.5% purity, 20nm primary particle size nonpo-
rous nanoparticle provided by SkySpring Nanomaterials Inc, Huston USA, Lot #6808-072110. 
3.1. Probe Sonication 
For the probe sonication a Fisher Scientific FB 120-Sonicator with a 1/8“ horn is used. 
This sonicator has a power rating of 120 watts and an operating frequency of 20 kHz. This 
machine enables a change of the amplitude. With this it is possible to vary the vibration of the 
horn and change the cavitation [Santos & Lodeiro, 2009]. 
As the probe sonication heats a 16 mL sample up, which results in vaporization, a 
Lauda Ecoline RE 106 cryostat is used to keep the sample at a constant temperature of 
15° Celsius. Furthermore the probe sonication is done in the pulsation modus. That means 
each interval of 15 seconds probe sonication is followed by a 15 seconds break. This supports 
the heat exchange between the sample and the cooling medium. The total sonication time is 90 
minutes plus a 90 minute break per 16 mL sample. The whole setting is shown in Figure  3.1, a 
picture of the probe sonicator is stated in appendix  6.6.3. 
 
Figure  3.1: Setting probe sonication with probe, cryostat and sample 
The used standard operating procedure is stated in appendix  6.5.1. 
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3.1.1. Calibration 
For the calibration of the probe sonicator is a 1 L Pyrex beaker insulated and filled 
with 521 g water. A magnetic stir bar rotates with 60 rpm, a thermometer and the tip are 
placed in the beaker. The important thing is that the tip is at a depth of exactly 20 mm in the 
water, because the transferred energy is dependent on how much the horn is covered with 
water. The setting is shown in Figure  3.2: 
 
Figure  3.2: Setting Calibration probe sonicator 
For the calibration of the probe sonicator a procedure is suggested by the National In-
stitute of Standards and Technology (NIST) adapted to the special needs of this type of exper-
iment [Taurozzi et al., 2012]. 
At the beginning the water temperature is equilibrated to the room temperature. This 
reduces heat losses to the environment. Before the measurement run is started, the probe soni-
cator is set at the given amplitude for 5 minutes on the needed level of amplitude. This enables 
a better heat mixture in the water. Then is the temperature 𝑇0 at the temperature at the begin-
ning of the experiment is noted. The measurement itself lasts for 15 minutes. After this time 
period the end temperature 𝑇1 was noted. 
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Under the assumption that water has a constant heat capacity of 𝑐𝑝(𝑤𝑎𝑡𝑒𝑟,𝑇 =30°𝐶) = 4.180 𝑘𝐽
𝑘𝑔∙𝐾
 [VDI, 2010] and the absolute heat capacity of the magnetic stir bar is able 
to neglect in comparison to the water follows: 
𝑃 = 𝑑𝑇
𝑑𝑡
∙ 𝑚 (𝑤𝑎𝑡𝑒𝑟) ∙  𝑐𝑝(𝑤𝑎𝑡𝑒𝑟)= ∆𝑇
∆𝑡
∙ 𝑚 (𝑤𝑎𝑡𝑒𝑟)  ∙ 𝑐𝑝  (𝑤𝑎𝑡𝑒𝑟) 
 3.1 
In this equation 𝑃 is the resulting power of the probe sonicator in 𝑘𝑊, ∆𝑇 the temper-
ature difference in 𝐾, ∆𝑡 the time difference in 𝑠, 𝑚 the mass of the water in 𝑘𝑔 and 𝑐𝑝 the 
heat capacity of the water in 𝑘𝐽
𝑘𝑔∙𝐾
. As this experiment was repeated with different amplitude 
settings, the following graph is computed: 
 
Figure  3.3: Power as a function of amplitude for a 16 mL sample 
For the data points plotted in Figure  3.3 the following regression equation is computed 
with Microsoft Excel® 2010, whereas 𝑥 the variable for the amplitude is: 
𝑃 = (8.3439 𝑥2 + 3.2849 𝑥)𝑊  3.2 
In this equation the regression coefficient or coefficient of determination 𝑅2 = 0.999. 
This quantity is a measure of the proportion of variability explained by the fitted model 
[Walpole et al., 2007]. As this value is almost 1, the regression function can be considered as 
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valid. As stated in the standard operating procedure for probe sonication probe sonication is 
done with 75% amplitude to disperse the nanoparticle. This means the following sonication 
energy is introduced in the system: 
𝑃𝑠𝑜𝑛𝑖𝑐𝑎𝑡𝑖𝑜𝑛 = (8.3439 ∙ 0.752 + 3.2849 ∙ 0.75)𝑊 = 7.98 𝑊  3.3 
As 16 mL samples are used and the sonication time 𝑡𝑠𝑜𝑛𝑖𝑐𝑎𝑡𝑖𝑜𝑛  equals to 90 minutes, 
the following represents the energy density 𝐸�: 
𝐸� = 𝑃𝑠𝑜𝑛𝑖𝑐𝑎𝑡𝑖𝑜𝑛
𝑉𝑠𝑎𝑚𝑝𝑙𝑒
∙ 𝑡𝑠𝑜𝑛𝑖𝑐𝑎𝑖𝑜𝑛 = 7.98 𝑊16 𝑚𝐿 ∙ 5400 𝑠 = 2693.25𝑊 ∙ 𝑠𝑚𝐿= 2.7 ∙ 106 𝐽
𝐿




This is a relatively high energy density [Böhm et al., 2000], which is necessary to dis-
perse nanoparticles [Qsonica, 2014]. 
3.1.2. Reproducibility 
To show the reproducibility for the probe sonication a 90 minutes sonication is repeat-
ed three times with a 75% amplitude according to the standard operating protocol stated in 
Appendix  6.5.1. In Figure  3.4 the intensity distribution of this experiment is shown: 
 
Figure  3.4: Intensity for probe sonication reproducibility with 90 min sonication according to SOP 
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The different values of the Z-average are stated in Table  3.1: 
Table  3.1: Z-average after probe sonication 
 
Based on these results it can be stated that the probe sonication is reproducible. Unfor-
tunately is the distribution very wide, which means a filtration is necessary. 
3.2. Filtration 
As stated above the size distribution of the silica nanoparticle after the probe soni-
cation is broad. This is why a filtration becomes necessary. For the filtration a Teledine Isco 
500D syringe pump and Fisher Scientific, Fisherbrand™, nitrocellulose filtration paper with a 
220 nm, 450 nm and 800 nm pore size are used. The diameter of the filter is 47 mm and the 
thickness 150 µm. Nitrocellulose is an ester of cellulose and used for a wide range of analyti-
cal procedures [Cheremisinoff, 1998, p. 22; Purchas & Sutherland, 2002, p. 356]. The pump is 
shown in Figure  3.1. The standard operating procedure used is described in appendix  6.5.2. 
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Figure  3.5: Teledine Isco 500D syringe pump 
According to the standard operating procedure for probe sonication three batches were 
sonicated for 90 minutes and filtered with the 800nm, 450 nm and 220 nm filter. After each 
filtration step the particle size was measured with the DLS system. The resulting Z-averages 
are stated in Table  3.2. 
Table  3.2: Z-average for filtration reproducibility 
 
Since the standard deviation is low and non-spherical aggregates were measured with 
the DLS, this result is considered as reproducible. 
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3.3. Forming Emulsions 
For this experiment a sole with a 0.25 wt% silica solution was chosen. This equals a 
concentration of approximately 1 mM. This is about 43 times the silica concentration of the 
Bering Strait, which is about 23 ±9 µM [Anderson et al., 1983]. In this experiment, some of 
the samples were prepared in artificial seawater, which was created after adding salt provided 
by Lake Products Inc., Missouri, USA. This was prepared according to the ASTM standard 
practice for the Preparation of Substitute Ocean water [ASTM, 2003]. 
To create the emulsion, the silica solution is set to pH 7 with hydrochloric acid. Then 
the sample for the DI-water experiments is poured and 1 mL of each is placed in 15x45 mm 
glass vials with Teflon caps provided by FisherBrand™. Afterwards the sea salt is added to 
the rest of the pH 7 sample, stirred with a magnetic stir bar and 1 mL of each is placed in glass 
vials. Following this 0.25 mL of oil is added to the sample and the mixture is vortexed for 
30 seconds on a Fisher Scientific™ Mini Vortex Mixer at 2800 rpm to create an emulsion. 
A reciprocating shaker with a speed higher than 70 cycles per minute causes enough 
agitation to form oil droplets [Weise et al., 1999]. This is why the sample vials were placed 
after the visual and microscope evaluation for 5h on a New Brunswick R-2 reciprocating 
shaker at 100 rpm. This table shaker is shown in Figure  3.6: 
 
Figure  3.6: New Brunswick R-2 table shaker with samples 
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3.4. Stability Control 
As the idea was to use one single batch of solution consisting of DI-water and silica, it 
had to be shown that the particles are stable over a long time period. For the long term stability 
one sample was sonicated according to the sonication SOP. The particle size is measured with 
DLS at different times after the probe sonication. To allow an equal distribution of particles in 
the solution the sample was placed on an orbital moving shaking table for five minutes before 
each measurement. Furthermore every DLS measurement is repeated three times and the aver-
age of these three measurements is reported. In Figure  3.7 the mean of the Z-averages are 
shown. 
 
Figure  3.7: Z-average for long-term stability measurement 
The different number-distributions are stated in Figure  3.8: 
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Figure  3.8: Number distribution for long-term stability measurement 
As the manufacture of the DLS-system gives a range of ±2% based on NIST traceable 
standards [Malvern Instruments, 2014b] for the Z-average and the computation is based on 
spherical or near-spherical particles [Malvern Instruments, 2011], these results can be consid-
ered as stable. 
3.5. Concentration 
One difficulty is to determine the particle concentration after the filtration. Three dif-
ferent approaches were used to try to measure the concentration: 
1) Ultraviolet-visible spectroscopy: This approach is good if the particle size is constant 
and uniform. Furthermore there has to be a set of samples with known concentration 
available in order to calibrate the system. Unfortunately both variables are unknown. 
2) Weighing the filter paper: The silica in the sample before filtration is known. After the 
filtration, a part of the silica is in the filtrate and the rest of the silica is in the filter cake. 
This filter cake should consist only of silica as the original sample consists of DI-water 
and silica. This is why the following balance should be valid: 
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𝑚𝑠𝑖𝑙𝑖𝑐𝑎 𝑖𝑛 𝑠𝑎𝑚𝑝𝑙𝑒 𝑏𝑒𝑓𝑜𝑟𝑒 𝑓𝑖𝑙𝑡𝑟𝑎𝑡𝑖𝑜𝑛= 𝑚𝑠𝑖𝑙𝑖𝑐𝑎 𝑖𝑛 𝑓𝑖𝑙𝑡𝑟𝑎𝑡𝑒 + 𝑚𝑓𝑖𝑙𝑡𝑒𝑟 𝑐𝑎𝑘𝑒  3.5 
Unfortunately this balance was not true, because the used scales were not precise enough 
or the filter paper interacts with water. 
3) Vaporization: The idea is to vaporize a small amount of sample and measure the weight 
difference and the silica residuals. This was the only suitable approach which is explained 
in the following section: 
3.5.1. Measuring 
A small amount of sample (4 mL) is poured into vials. Previously these vials were 
flushed twice with ethanol and only handled with gloves to avoid fatty residuals that influence 
the results. After the sample are poured into the vials, the vials are placed for 24 hours in a 
75°C warm Isotemp Icubator manufactured by Fisher Scientific to vaporize the water. With 
the weight differences the silica concentration is computed. The detailed standard operating 
procedure is stated in Appendix  6.5.3. To show the reproducibility of this approach, the exper-
iment is repeated three times with a 1 wt% DI-water/silica solution. The results from this are 
shown in Table  3.3. 
Table  3.3: Reproducibility Silica measurement 
 
This shows that the measured weight concentration is similar to the original weight 
concentration. The samples after the measurement are shown in Figure  3.9: 
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Figure  3.9: Samples after weight concentration measurements 
Based on these results it is assumed that the conducted way of concentration meas-
urement is reproducible. 
3.5.2. Changing Concentration 
For the increase of the concentration in the solution some of the water from the solu-
tion is vaporized. Procedures like this have been generally used for stable sols like colloidal 
silica. Another idea for increasing the concentration is centrifugation. Unfortunately requires a 
particle size smaller than 30 nm very high speeds. [Iler, 1979] 
The solution is placed in an Isotemp Icubator manufactured by Fisher Scientific. The 
temperature is set to 75°C. The weight of the beaker is frequently measured. As the silica re-
mains in the solution while the water is vaporizing and the silica concentration at the begin-
ning of the experiment is measured according to Chapter  3.5.1, the desired weight of the solu-
tion can be computed. 
 
Figure  3.10: Fisher Scientific Isotemp Incubator 
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To show that the increase of the concentration has no effect on the agglomeration size, 
one sample was vaporized. During the vaporization the particle size was measured with DLS. 
The results are stated in Figure  3.11: 
  
Figure  3.11: Z-average during vaporization 
Based on this result and the results in chapter  3.6.1 which discussed measurement er-
rors, the Z-average can be assumed to be constant. 
3.6. Measurement Techniques 
This chapter describes the used measurement procedures. At first Dynamic Light 
Scattering is discussed. Then optical and (cryogenic) scanning electron microscopy is intro-
duced. Finally the methods of video recording and visual evaluation are described. 
3.6.1. Dynamic Light Scattering 
For the DLS measurements a Zetasizer ZS manufactured by Malvern Instruments 
PLC, Malvern, UK is used. This system has a 173° Backscatter measurement angle with a He-
Ne laser with a 633 nm frequency. For this frequency the refractive index of silica is 1.450 
[Waxler & Cleek, 1971], the absorption is assumed to be zero. The dispersant is set to water at 
a temperature of 25°C with a viscosity of 0.8872 and a refractive index of 1.330. The equilib-
rium time is set to 120 seconds. The measurement is conducted in DTS0012-style Polyeth-
ylene disposable cuvettes. The measurement duration is set to automatic and the number of 
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measurements per sample is three. From these three measurements an average is computed, 
which is the reported value. The accuracy of this equipment is better than +/- 2% on NIST 
traceable latex standards. A picture of the equipment is shown in Figure  3.12. 
 
Figure  3.12: Dynamic Light Scattering system and PC- setting 
3.6.2. Optical Microscopy 
Optical microscopy is conducted with a Fisher Scientific Micromaster II optical mi-
croscope connected to an office computer. The software package Micron II by Westover Sci-
entific is used as the imaging software. The setting, shown in Figure  3.13, features 10x-, 20x-, 
40x- and 100x objective images at a size of 1024x768 pixels. For the imaging concave micro-
scope slides without a cover slide and the 20x- objective are used. 
 
Figure  3.13: Optical microscope with attached PC 
 49 
Unfortunately the imaging of emulsions is very sensitive to vibrations and a keyboard 
entry or a mouse click might result in a blurry image. This is why a mouse is taped on the 
floor and used as foot pedal. 
3.6.3. (Cryogenic) Scanning Electron Microscope 
For the cSEM an Alto 2500 cryo stage manufactured by Gatan, Oxon, U.K., is used. 
This device is connected to a Sigma VP SEM manufactured by Carl Zeiss AG, Jena, Germa-
ny. For all imaging an electron voltage between 1 and 5 eV is used. The higher the electron 
voltage, the better the quality of the pictures is. Unfortunately such a high electron voltage 
results often in surface charging. 
Before the sample is prepared, the microscope is cooled to -170°C and the preparation 
chamber to -130°C with liquid nitrogen. To prepare samples for cSEM imaging about 10µL of 
a sample is placed in the holder shown in Figure  3.14 – the blue arrow points to the holder on 
which the sample is placed. 
 
Figure  3.14: cSEM sample holder. Blue arrow points to holder which is used for placing the sample 
In the next step the sample is cooled with slushed liquid nitrogen to freeze the droplet. 
It is important that this step is done under a nitrogen atmosphere because the air moisture 
freezes on the sample as soon as the sample comes in contact with air. After this the sample 
was placed in the sample preparation chamber. In this chamber three steps were performed: 
1) The sample was fractured. This means a part of the frozen droplet was removed 
with a blade to create an internal surface that shows the inside of the droplet.  
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2) Sublimation was conducted. The sample was warmed to -100°C to sublime the 
water at a controlled rate. This should expose OMAs or droplets to make them 
visible. The sample is left for about 2 minutes at -100°C. Afterwards the prepara-
tion chamber was cooled down back to -130°C. 
3) Before the sample was placed in the microscope chamber, it was sputtered for 60 
seconds with platinum in an argon atmosphere. This sputtering is a coating that 
reduces charging and improves the quality of imaging. 
A cSEM sample can be treated as an ordinary SEM sample as soon as it is in the mi-
croscope chamber. 
For some samples was an EDS with an X MAX-System manufactured by Oxford In-
struments PLC, Abington, England, used. 
3.6.4. Video Recording 
To determine the emulsion stability over time the emulsions are filmed directly after 
vortexing. This is done with a Nokia® Lumia 520 cell phone using WVGA quality with 30 
frames per second. This setting is shown in Figure  3.15. For a good light distribution two in-
dependent light sources are used. Afterwards the videos are edited with Microsoft® Movie 
Maker Version 2012 to generate a fast motion film and Free Video to JPG Converter v. 5.0.40 
to extrapolate the frames for the time stability analysis. 
 
Figure  3.15: Setting for video recording 
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3.6.5. Visual Evaluation 
For the visual evaluation pictures of the sample are taken with a Sony® DSC-W80 
digital camera. Apart from the activated macro modus all settings kept are in the automatic 
modus. Based on these images the thickness of the sedimentation and the emulsion layer is 
measured with the imaging processing software ImageJ 1.48v provided by the National Insti-
tutes of Health. For the thickness of the sedimentation layer, the emulsion layer and the total 
thickness 10 measurements are conducted, for the time stability 5. For the scale the 14.88 mL 
diameter of the vials is measured with a Mitutoyo® ABSOLUTE caliper. This procedure gives 
a good estimation and a trend between the different samples.   
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CHAPTER 4. RESULTS AND DISCUSSION 
One batch of silica solution is used for the conducted studies. This chapter describes 
the properties during the preparation of the batch. In the following the results of the emulsion 
formation are stated and discussed. This description consists of a qualitative and quantitative 
evaluation of the emulsion and the sedimentation phase. Additionally, this chapter consists of 
a measurement of the time stability and wave experiments. 
4.1. Preparation Silica batch 
4.1.1. Filtration 
The silica solution is prepared according to the prior discussed standard operating 
procedure with 1 wt% silica powder and probe sonicated for 90 minutes. Afterwards the solu-
tion is filtered twice. Similar to Viganti et al. DLS and SEM are used for the determination of 
the particle size [Vignati et al., 2003]. The results for the peak of the intensity distribution in 
DI- and seawater as well as the zeta potential in DI- and seawater are stated in Table  4.1, the 
intensity distribution in DI-water is shown in Figure  4.1. 




Figure  4.1: Intensity distribution after second filtration without pH adjustment 
From the above stated Table  4.1 and Figure  4.1 it can be seen that the size of the silica 
aggregates in terms of the z-average and the intensity peak is varying. The intensity peaks in 
DI-water, which have differences about 30 nm in size, will be used as size in the evaluation. 
The smallest silica agglomerates in DI-water form the largest silica-sea salt agglomerates and 
the largest silica agglomerates in DI-water form the smallest silica-sea salt agglomerates. Ad-
ditionally it can be observed that the small agglomerates in DI-water form the largest agglom-
erates in seawater and the other way around. Furthermore it can be seen from the intensity 
distribution that the distributions of the silica filtrate are narrow – the PDI for all distributions 
in DI-water is approximately 0.25. 
The zeta-potential, which is a value for the surface charging of the particles, is at 
pH=7 for the particles in DI-water solution between -41 and -45 mV, in seawater it decreases 
to -7 to -9 mV. This decrease occurs because the cations in seawater absorb onto the surface of 
the silica particles. 
4.1.2. Measuring and increasing concentration 
As the filtration removed an unknown amount of silica from the solution, the concen-
tration of silica has to be measured and adjusted. A concentration measurement according to 
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standard operating procedure stated in appendix  6.5.3 is conducted before the concentration of 
silica is increased. The results of this measurement are stated in Table  4.2: 
Table  4.2: Results concentration measurement 
 
The low and varying amount of silica in solution makes an adjustment necessary in 
order to achieve the desired 0.25 wt% silica in solution. This is done with the described stand-
ard operating procedure for adjusting the silica concentration. After the concentration adjust-
ment SEM images are taken (see Figure  4.2). In these images it can be seen that the particle 
still form aggregates. This is reasonable as the primary particle size is 20 nm, which is one 
order of magnitude smaller as the measured Z-averages, which are stated in Table  4.1.  
 
Figure  4.2: Scanning electron microscope images of the silica filtrate 
The EDS shows that the silica solution consists of silica and oxygen atoms. In 
ure  4.3 the red dots represent detected silica and the green ones detected oxygen atoms. This is 




Figure  4.3: EDS map of 450nm filtrate 
The silica solution described above is the one used during the emulsion experiments. 
4.2. Emulsion 
4.2.1. Type of Oil 
The oil types for the final batch are chosen after a screening experiment. 1.2 mL of 10 
different oils are mixed with a 6 wt% silica solution with DI-water and real seawater. The pH 
value of the DI-water-silica solution is brought to pH 2, 4 and 6. The real seawater was taken 
from the Narragansett Bay on February 7th 2014. 
The silica solution is not probe sonicated. That means the solution consists as received 
silica nanoparticles in DI- or seawater. The samples are vortexed and their stability is visually 
observed. Afterwards the samples are bath sonicated and evaluated again. The results of this 
screening experiment are stated in Appendix  6.6. 
For samples forming an emulsion optical microscopy is conducted. In Figure  4.4 an 
optical microscopy image of octanol in seawater at a 20x magnification 15 hours after vortex-
ing is shown. This sample is bath sonicated for 10 hours. 
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Figure  4.4: Microscope image of octanol in seawater (15h vortex; 10 h bath sonication) 
In this image silica particles are at the side interface between oil and water. As the 
droplets are stable for at least 10 hours, these droplets are Pickering emulsion droplets. Based 
on this result the following three oils for the final experiment are chosen: n-octane, octanol 
and ethyl acetate. 
The following nomenclature is used: 
Table  4.3: Used nomenclature 
 
4.2.2. Experiment 
In the main experiment the filtrate is brought to pH 7 with hydrochloric acid (𝐻𝐶𝑙). If 
necessary, sea salt is added. For the final formation of the emulsion 1 mL of this solution is 
mixed with 0.25 mL oil to achieve an oil to water ratio of 1:4 or 20 volume percent. These 
samples are evaluated with visual observation, optical microscopy and cSEM. Furthermore 
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their time stabilities are measured. After this evaluation 0.05 mL of an oil/AOT solution are 
added in order to achieve an AOT concentration of 0.5 mM. 
In this subchapter the results for emulsion formation with the above chosen oils and 
the silica filtrate are discussed. The pictures of the visual and microscopically evaluation 
without AOT are shown in appendix  6.7, those with AOT are shown in appendix  6.8. 
4.2.2.1. Without AOT 
The following trends can be observed with the samples before AOT are added: 
Emulsion 
One way to compare the emulsion stability between the different oils as well as DI- 
and seawater is to express the relative emulsion layer thickness as a function of particle size. 
The relative thickness of the emulsion layer is defined as the ratio between the height of the 
emulsion layer and the total sample: 
𝑟𝑒𝑙𝑎𝑡𝑖𝑣𝑒 𝑡ℎ𝑖𝑐𝑘𝑛𝑒𝑠𝑠 𝑒𝑚𝑢𝑙𝑠𝑖𝑜𝑛 𝑙𝑎𝑦𝑒𝑟 = ℎ𝐸𝑚𝑢𝑙𝑠𝑖𝑜𝑛
ℎ𝑇𝑜𝑡𝑎𝑙 𝑠𝑎𝑚𝑝𝑙𝑒  [%]  4.1 
 
Figure  4.5: Relative emulsion thickness over intensity peak 95h after vortex without AOT 
From the visual evaluation of the emulsion and the measurements of the relative 
emulsion thickness (Figure  4.5) the following are observations drawn: 
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1) Octanol and octane in seawater with silica form a thick emulsion layer especially for 
the 450 nm filtrate. Octanol forms water in oil emulsions (W/O), while octane forms 
oil in water emulsion (O/W). A W/O emulsion means that water droplets are present 
within the oil phase, oil in water emulsions are oil droplets in the aqueous phase. As 
an example is octanol in seawater with 450 nm silica filtrate shown in Figure  4.6 A. 
With the optical microscope is visible that the emulsion layer consists of droplets 
(Figure  4.6 B). Some of these droplets show nanoparticle aggregate and/or OMA dep-
osition (see blue mark in Figure  4.6 B). It seems to be reasonable that the seawater 
samples with the small particle size have no or a small emulsion layer as the silica 
particles sedimented. The largest particle form in all cases no emulsion, which is not 
following the accepted theory. This is discussed in chapter  4.3. 
 
Figure  4.6: Water in oil emulsion phase of SW OL 450 without AOT. (A) picture of the sample, blue mark is 
pointing on emulsion phase. (B) 10x optical microscopy image, blue mark points on OMA.  
2) Only octanol forms an emulsion in DI-water (O/W). Neither octane nor ethyl acetate 
forms an emulsion to a significant degree in DI-water. 
3) Ethyl acetate with silica filtrate does not form visible emulsions in DI- or seawater to 
a significant degree. As an example is the SW EA 450 sample shown in Figure  4.7 A. 
At the optical microscope some droplets and a kind of inverted droplets are visible at 
the interface. These droplets are shown in Figure  4.7 B. This is according to the litera-
ture as Binks and Lumsdon observed that Toluene in a DI-water silica solution with 
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the presence of Sodium Chloride unstable towards creaming [Binks & Lumsdon, 
1999]. Frelichowska et al. observed that Ethyl Acetate with fully hydrophilic fumed 
silica nanoparticles forms a stabile emulsion using 6 wt% silica nanoparticle 
[Frelichowska, Bolzinger, & Chevalier, 2009]. It seems to be reasonable that ethyl ac-
etate do not form a stable emulsion in this study as the stability of Pickering emulsion 
is depending on the concentration of nanoparticles [Binks, 2002] and this study uses 
0.25 wt%.  
 
Figure  4.7: SW EA 450 without AOT 
Sedimentation 
Samples in DI-water show little sedimentation. What sedimentation that is present is 
deposited on the bottom of the vial and not measurable with ImageJ. As an example is the 
sedimentation of octane in DI-water with decreasing particle size shown in Figure  4.8. From 
this figure can be seen that the sedimentation phase accumulates at the bottom of the vial and 
decreases with decreasing particle size. 
 
Figure  4.8: Sedimentation of octane in DI-water without AOT 
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With the optical microscope is some sedimentation visible. An exemplary microscopy 
image of octanol in DI-water with 800 nm filtrate is shown in Figure  4.9. The blue marks 
show solid deposition in the bottom phase, which are very likely to be OMAs. 
 
Figure  4.9: Solid depositions in bottom phase of DI OL 800 without AOT 
Another example for the OMAs is octanol in DI-water with 450 nm filtrate (see Fig-
ure  4.10 A). Even if the sedimentation phase is relatively small in comparison with other sam-
ples, there is a small sedimentation visible. This is with the cSEM visible (see Figure  4.10 B), 
where a cut through the frozen sedimentation phase droplet is shown. Furthermore it is possi-
ble to see the OMA with optical microscopy (see Figure  4.10 C). This OMA look like flake 
aggregates, which are reported by Stoffyn-Egli and Lee and stated in Figure  2.8 C [Stoffyn-
Egli & Lee, 2002]. 
 
Figure  4.10: OMA in DI OL 450 sedimentation without AOT. (A) picture of the sample, blue mark points on 
the sedimentation phase (B) cSEM image of the sedimentation phase (C) optical microscopy image of the sedimen-
tation phase at a 20x magnification. 
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Both, the OMAs shown Figure  4.9 in and Figure  4.10, are relatively small. Based on 
these images it can be concluded that the OMAs in DI-water have only a small amount of oil 
trapped. Furthermore almost all oils in DI-water show few oil droplets using an optical micro-
scope. These oil droplets might be created during pouring the sample with the pipet from the 
vial onto the microscope slide. This is why they are not further discussed. 
This sedimentation is following the literature as Binks and Lumsdon have discovered 
sedimentation (they call it flocculation) in samples with Toluene in DI-water with 0.5 wt% 
silica nanoparticles for all concentrations of sodium chloride [Binks & Lumsdon, 1999]. As 
they used a twice as high silica concentration, they might have recognized a thicker floccula-
tion layer than it is visible in Figure  4.10 A. Toluene has a similar relative polarity as ethyl 
acetate [Freed et al., 1990]. 
The amount of sedimentation is much higher in seawater than in DI-water. In seawater 
the sedimentation phase is visible and measurable for all three different oils. In Figure  4.11 is 
the relative thickness of the sedimentation phase in seawater over the particle size shown. The 
relative thickness of the sedimentation is defined as the ration of the sedimentation height and 
total sample height: 
𝑟𝑒𝑙𝑎𝑡𝑖𝑣𝑒 𝑡ℎ𝑖𝑐𝑘𝑛𝑒𝑠𝑠 𝑠𝑒𝑑𝑖𝑚𝑒𝑛𝑡𝑎𝑡𝑜𝑖𝑜𝑛 = ℎ𝑆𝑒𝑑𝑖𝑚𝑒𝑛𝑡𝑎𝑡𝑖𝑜𝑛 
ℎ𝑇𝑜𝑡𝑎𝑙 𝑠𝑎𝑚𝑝𝑙𝑒  [%]  4.2 
 
Figure  4.11: Relative thickness sedimentation phase over particle size without AOT 95h after vortex 
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This means smaller silica agglomerates in seawater form a significantly thicker sedi-
mentation layer than larger silica agglomerates. This is reasonable as the small silica agglom-
erates form the largest silica-sea salt agglomerates. 
With the cSEM it can be seen that the sedimentation for octane in seawater and the 
220 nm filtrate consists of OMAs consisting of silica, oil, oxygen and the minerals in sea salt 
(see Figure  4.12 A). Using an optical microscope it can be seen that the sedimentation layer 
floats as a blurry phase within the sample (see mark in Figure  4.12 B). Furthermore this sedi-
mentation layer is visible at the bottom of the vial (see mark in Figure  4.12 C). This OMA 
looks similar to the droplet OMAs which are reported by Stoffyn-Egli and Lee and stated in 
Figure  2.8 A [Stoffyn-Egli & Lee, 2002]. 
 
Figure  4.12: OMA in SW ON 220 sedimentation without AOT. (A) EDS/cSEM image of sedimentation phase, 
light cyan represents carbon, green oxygen and blue silica, other colors are minerals from the seawater. (B) optical 
microscopy image of the sedimentation phase at a 20x magnification, blue mark is a floating sedimentation phase. 
(C) picture of the sample, the blue mark points on the sedimentation phase. 
The presence of OMAs follows Le Floch et al’s results [Le Floch et al., 2002]. They 
observed the formation of OMAs with different crude oils in seawater at changing salinities. 
Their results indicate that some salt presence is needed for the formation of OMAs. Further-
more it is observed by Guyomarch et al. that the amount of salt concentration has an influence 
on the size of OMAs [Guyomarch et al., 2002]. Both, Le Floch et al. and Guyomarch et al., 
support with this the hypothesis that OMAs are stabilized among others with charges on min-
eral surfaces [Bragg & Yang, 1995]. These charges are present as charged salt ions. 
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4.2.2.2. With AOT 
Emulsion 
After the samples without AOT are evaluated, AOT is added to these samples. As the 
necessary amount of AOT dissolved in 0.05 mL oil, the total amount of oil is assumed as con-
stant. The samples with DI-water with AOT form a thick O/W emulsion layer. This is shown 
in Figure  4.13, where the relative thickness of the emulsion layer is shown: 
 
Figure  4.13: Relative emulsion thickness DI-water samples with AOT 48h after vortex 
From this figure and from the visual observations it can be seen that the thickness of 
the emulsion layer is decreasing with increasing particle size. Only ethyl acetate in DI-water 
samples with silica particles do not follow this trend. In Figure  4.14 a picture, a microscopy 
image and a cSEM image of the DI ON 450 with AOT sample are shown. 
 
Figure  4.14: Octanol in 450 nm silica filtrate and DI-water with AOT. (A) Picture of DI OL 450 (B) optical 
microscopy image of emulsion phase at 20x magnification (C) cSEM image of the emulsion phase  
Apart from some relatively large droplets at the interface of the SW OL 220 sample 
no emulsion is visible in seawater. Unfortunately these droplets were too large to be imaged 
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with optical microscopy or cSEM as pipets destroy those large droplets. Furthermore these 
droplets are really unstable towards vibration, which might be the reason why they were not 
reproducible. All in all it can be summarized that silica, oil and DI-water form a larger emul-
sion than without AOT. This effect becomes visible in the time stability. 
Sedimentation 
Samples with DI-water do not form visible sedimentation to any significant degree. 
The mixtures with seawater form a visible sedimentation layer except for the samples with 
800 nm filtrate particles. The general trend of this is similar to the experiment without AOT. 
Unfortunately these sedimentation layers were too small to measure with ImageJ in order to 
achieve a valid result. Only the emulsions with ethyl acetate in seawater form visible sedimen-
tation to a significant degree, but this is less than in the samples without AOT. Pictures of this 
series are shown in Figure  4.15 A-C. The corresponding images of the bottom phase show 
emulsion and OMAs to a different degree. In the SW EA 220 sample are clearly OMAs with 
some inverted droplets visible. The larger the particles the less distinct are the OMAs in this 
series. 
 
Figure  4.15: Sedimentation of ethyl acetate in seawater with AOT. (A) Picture of SW EA 220 and a 20x mi-
croscopy image of the bottom phase. (B) Same as (A), but for SW EA 450 .  (C) Same as (A), but for SW EA 800. 
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4.2.2.3. Time stability 
For this experiment the samples are vortexed for 30 seconds. Directly after vortexing 
videos are recorded as described in chapter  3.6.4. Based on these videos the thickness of the 
emulsion layer is measured every 10 minutes according to chapter  3.6.5. The results are stated 
in Figure  4.16. The thickness of the emulsion layer is expressed as relative thickness of the 
emulsion layer, which is defined in equation 4.2. 
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It was not possible to observe the formation of OMAs within 40 min after vortexing. 
During this experiment the following was observed for the emulsion phase: 
1) Samples with AOT form larger and longer stable emulsion layer then samples without 
AOT. Adding AOT results in a better emulsion performance in all cases. This is reasona-
ble as AOT is used as a surfactant. This effect was previously observed by Binks and 
Whitby with the cationic surfactant Dodecyltrimethylammonium bromide (DTAB) [Binks 
& Whitby, 2005]. 
2) Ethyl acetate forms no emulsion in DI-water regardless of the particle size. In seawater it 
forms only the 220 nm filtrate emulsion, but these emulsions are not stable for a long time. 
After adding AOT the emulsion layer is much more stable. 
3) There is a general trend that samples with smaller particles form larger and more sustaina-
ble emulsions. Only samples with ethyl acetate in DI-water and AOT do not follow this 
trend. But this difference is not significant and could have been resulted because of meas-
urement inaccuracies. 
4) Octanol in DI-water without AOT results in the largest and most sustainable emulsion 
layer regardless of the particle size. Ethyl acetate forms no emulsions for all combinations 
with seawater and DI-water/with AOT. 
5) After comparing the relative emulsion layer thicknesses of the samples without AOT with 
the one with AOT and with the controls it becomes obvious that AOT and silica nanopar-
ticle have an influence on the emulsion layer. This means interactions between the cation-
ic surfactant AOT and silica nanoparticles are possible. Unfortunately a proof of statistical 
significance is not possible using the available. Worthen et al. suggest for an opposite 
charge of nanoparticle and surfactant a strong surfactant adsorption on the nanoparticles 
[Worthen et al., 2014]. 
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4.2.2.4. Waves 
As it is stated in the literature that a reciprocating shaker with more than 70 revolu-
tions per minute can break the oil/water interfacial tension [Weise et al., 1999], the vials with-
out AOT were placed on a reciprocating table shaker. The scale was set to 100 rpm and the 
samples were shaken for five hours. The change of the samples was compared with visual 
evaluation. As an example the visual comparison of the DI OL 220 is shown in Figure  4.17: 
 
Figure  4.17: DI OL 220 comparison before and after 5h shaking without AOT 
From the comparison of these pictures it can be seen that the shaking destroyed some 
droplets and reduced the cloudiness at the interface. This effect occurred in all samples. None 
of the tested samples showed a larger emulsion phase, which is goes against what was ex-
pected and the reported by Weise et al [Weise et al., 1999]. 
The reason for that could be that in this study only 1 mL DI or seawater is used. Weise 
et al. use Erlenmeyer flasks filled with 300 mL of solution to test dispersant efficiency [Weise 
et al., 1999]. This leads to the assumption that the used vial is too small to develop waves 
which would mix the sample in order to lead to emulsion formation. Unfortunately there was 
not enough silica solution available to repeat the experiment with a larger sample size. This is 
why detailed determination with optical microscopy and replication with AOT was not con-
ducted. 
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4.3. Theoretical computations 
In order to use equation 2.2 for the used oils, the values for oil/water interfacial ten-
sion and the contact angle have to be taken form the literature. These values are shown in Ta-
ble  4.4. 
Table  4.4: Surface tension, O/W interfacial tension, contact angle and density of the used oils [Carré & 
Lacarriere, 2006; CRC, 2010; Frelichowska, Bolzinger, & Chevalier, 2009; Grifalco & Good, 1957; Kwok & 
Neumann, 1999; VDI, 2010]. Dipole moment for 1-octanol is measured in the gas phase.  
 
As expression 2.2 depends on the contact angle between oil, water and silica, the con-
tact angle measured on a silicon waver cannot be used. Unfortunately for this contact angle are 
no literature values available. This is why the Gibbs free energy divided by (1 − cos(𝜃))2  is 
shown in Figure  4.18.  
 
Figure  4.18: Theoretical computations for Gibbs free energy of particle adsorption at different oil/water 
interfaces. 
All of the computed values are positive and the expression (1 − cos(𝜃))2   is positive 
for all contact angles, all oils should be able to form stable Pickering emulsions in theory. 
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From this figure it can be shown that the Gibbs free energy grows quadratically with increas-
ing particle size. This effect could not be observed with the above evaluated experiments. It 
looks like there is an optimum particle size where the droplets are most stable. This might be 
because in the derivation of the equation 2.2 it was assumed that gravity has no influence on 
the particle. Also it neglects the rate of diffusion of the particles from the bulk phase (water) to 
the oil/water interfaces once droplets are formed. 
From Figure  4.18 it can be seen that octane forms the most stable emulsions in theory 
as the Gibbs free energy is highest. This seems reasonable as n-octane has the lowest dipole 
moment out of the three chosen oils. The dipole moment is a measurement for the charge dis-
tribution of polyatomic molecules [VDI, 2010, p. 130]. The higher the dipole moment, which 
is usually expressed in the dimension Debye, the more asymmetric is the charge distribution 
within the molecule. As octane is a non-polar molecule, the dipole moment is zero. Conse-
quently octane forms no hydrogen bonds with water, which supports the formation of sustain-
able emulsions. This is why it seems to be reasonable that octane forms the most stable emul-
sions in DI-water without AOT (compare Figure  4.11). Ethyl acetate and octanol, having di-
pole moments around 1.8 and, do not form stable emulsions in DI-water because the required 
energy to break the emulsion is low and can be brought up by the hydrogen bonds.   
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CHAPTER 5. SUMMARY AND OUTLOOK 
This study hypothesized that the size of silica nanoparticles has a significant influence 
on the formation and stability of Pickering emulsions and the formation of oil mineral aggre-
gates with oil in deionized- or seawater. In order to proof this hypothesis silica nanoparticle 
aggregates were created and fractionized in distinct size fractions. Then the aggregate adhe-
sion to oil/water interfaces was examined and the formation of Pickering emulsions and oil 
mineral aggregates of ethyl acetate, octane and octanol with the fractionized silica nanoparti-
cles in deionized- and seawater with and without the surfactant Aerosol OT determined. The 
following results were gained: 
- Without Aerosol OT the sedimentation in seawater is higher than in deionized water. Fur-
thermore the sedimentation thickness decreases with increasing particle size. 
- It could be shown that the sedimentation layer in seawater consists of silica, oil and salt 
minerals. With Aerosol OT only small primary silica aggregates form significant sedimen-
tation layer. The reason for that is that the smallest silica agglomerates form the largest sil-
ica-sea salt agglomerates. 
- Emulsions with Aerosol OT are more stable then without. Surprising is that octanol and 
octane in seawater and octanol in DI-water form the largest emulsion layer with the medi-
um sized particles. This is not according to the conventional theory, which assumes in-
creasing stability with increasing particle size. Based on this can be assumed that there is 
an optimum particle size. 
Based on this result can be concluded that the aggregate has a significant influence on 
the formation of emulsions and sedimentation layers. In order to use this effect and to develop 
a silica nanoparticle based dispersant, the following questions have to be answered: 
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1) What is the interaction of silica nanoparticles and a surfactant on a molecular level? 
The understanding of this interaction on a molecular level is important in order to under-
stand the formation of OMAs in an ocean surrounding. Based on the conducted study the 
following can be hypothesized in seawater without the surfactant Aerosol OT: 
The silica agglomerates are negatively charged. This negatively charge attracts the sea 
salt-cations, which stick to the silica agglomerates due to cation bridging. Evidence for 
this is provided by the drop of the surface charge from around 43 mV to around 8 mV 
while adding sea salt (see Table  4.1). These silica-sea salt agglomerates have positive 
charge. This is why they are attracted by the negative charged oil and form oil mineral ag-
gregates. Depending on the specific weight of the mineral aggregate, the oil mineral ag-
gregate floats up to the emulsion phase or saddles down and forms the sedimentation 
phase. The amount of silica bounded to the oil has a large influence on the specific weight 
as the density of amorphous silica is about 2.2 𝑔
𝑐𝑚3
 [Flörke et al., 2008] and much higher 
than the density of the used oils (compare Table  4.4). A schematic of the whole process is 
shown in Figure  5.1. 
 
Figure  5.1: Hypothesized interactions between silica, sea salt and oil 
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After adding Aerosol OT, it surrounds the silica-sea salt agglomerates with a micelle like 
structure. This is because the negative charge in the head group of Aerosol OT is attracted 
to the positive charge of the salt cations. The tale groups of such micelle like structures 
and the ones of free Aerosol OT molecules act like ordinary surfactant. This is shown in 
Figure  5.2. 
 
Figure  5.2: Hypothesized interactions between silica, sea salt, oil and Aerosol OT 
However, future research has to identify the interactions of silica, sea salt and Aerosol OT. 
2) What is the toxicity of silica nanoparticles in an ocean surrounding? 
Conventional dispersants might be toxic towards marine species. In order to use silica na-
noparticles solely or additional to conventional dispersants, it has to be proven that they 
have no or less toxicity then conventional treatments. Furthermore has the influence of oil 
mineral aggregates to be determined. 
3) What is the behavior of silica based dispersants at different temperature ranges? 
Offshore oil spills can occur everywhere in the ocean. This means the effectiveness of sil-
ica based dispersants has to be evaluated in a temperature range between -2°C to 30°C as 
this the range of ocean temperature [Castro & Huber, 2003]. 
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4) Can the silica nanoparticles be coated with nutrients in order to have optimal condi-
tions for oil-degrading bacteria? 
If it is possible to enrich emulsion with nutrition to support oil-degrading bacteria, the 
process of oil degradation can be speed up. With this effect is the presence time of crude 
oil in the ocean reduced. This would reduce the environmental impact of crude oil spills. 
If these questions are answered and the interaction between silica nanoparticles, dispersants, 
seawater and oil are understood, silica nanoparticle based dispersants might be a useful tool 
for treating future oil spills.  
 74 
CHAPTER 6. APPENDIX 
6.1. Oil spill response decision tree 
 
Figure  6.1: Oil spill response decission tree [Fiocco & Lewis, 1999] 
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6.2. Vortex 
Little research about vortex mixing and its reproducibility can be found within the sci-
entific community. The invention of an apparatus for mixing fluent material, which is similar 
to today’s vortex mixer, goes back to the 1950s. The Kraft brothers invented a small scale 
mixer especially for laboratory use and filed it as a patent in 1959 [Kraft & Kraft, 1959]. Their 
mixer consists of a vertically oriented, electrically powered drive shaft which is attached to a 
cupped rubber piece. As the rubber cup is mounted slightly off-center, it oscillates in a circular 
motion when the motor is switched on. Pressing a vial on this rubber cup creates a vortex in 
the solution. This enables an effective mixing of the liquid. [Buie, 2011] 
A drawing of this mixer is shown in Figure  6.2: 
 
Figure  6.2: Technical drawing of the first vortex mixer [Kraft & Kraft, 1959, p. 1 edited] 
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Today companies like Scientific Industries offer vortex mixers which do not need a 
manual pressing against the rubber cup as the vials can be mechanically fixed to the vortex 
mixer [Scientific Industries, 2014a, 2014b]. This setting should be more reproducible than the 
conventional vortex mixing [Buie, 2011]. 
6.3. Picture Probesonicator 
 
Figure  6.3: Probesonicator 
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6.4. Calibration Shaking Table 
The calibration of the rotating New Brunswick® Excella E-1 Classic Platform shaker 
is conducted with an video camera recording 29 frames per seconds. That means the camera 
creates a video with 29 pictures per second. Such videos are recorded at a 50% and at a 75% 
intensity. With these video files frame by frame analyses are conducted and the revolutions for 
30 seconds counted. Based on this number the following revolutions per minute (rpm) number 
are computed: 
Table  6.1: Calibration New Brunswick® Excella E-1 Classic Platform shaker 
 
Surprising in these results is that the technical specifications in the manual give a 
maximum speed of 400 rpm.  
6.5. Standard Operating Protocols 
6.5.1. Probe Sonication 
1) Water bath 15°C 
2) Mix 17 ml DI-water and 0.17 g non porous nanoparticle 
3) Shaking table for 5 minutes on 75% (while this prepare DLS so that only the 
start measurement button has to be pushed, check 20 mm mark on horn) 
4) DLS (120 s temperature time, 3 runs, 25°C) with 1 mL  This is necessary 
because all reported values will be the average from the three measure-
ments!!! 
5) Probe sonification at 75% (15 seconds pulsation and 15 seconds break) in the 
water bath. Time is the variable 
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6) Remove from the water bath 
7) Wait for 30 Minutes (prepare the DLS during this time) 
8) Shaking table for 5 Minutes on 75% 
9) DLS (120 s temperature time, 3 runs) with 1 mL 
10) Cleaning the probesonicator with Ethanol and a kimwipe 
6.5.2. Filtration 
1) Fill pump with DI-water 
2) Set refill speed to 20 ml/min 
3) Empty pump 
4) Set pump speed to 0.5 ml/min 
5) Put filter in case (the small diameter sieve has to be the one next to the filter 
paper) and mount case together 
6) Vortex sample 
7) Fill sample in the pump (20 mL/min) 
8) Mount case to pump 
9) Pump (0.5 mL/min) 
10) Refill 4 mL DI-water in pump to empty pipes 
11) Pump (0.5 mL/min) 
12) Demount case 
13) Vortex Sample 
14) DLS sample (120 s temperature time, 3 runs, 25°C) with 1 mL  
 This is necessary because all reported values will be the average from the 
three measurements!!!  Put DLS sample back in sample container 
15) Clean case (flush all parts with DI-water, put it in DI-water and Bath soni-
cation, flush all parts again) 
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16) Flush pump two times with DI-water 
Filtration of sample >20 mL: Filter batches 20 mL each. Cleaning between the 
batches not necessary, repeat steps 5-9 as long as all sample is filtered. 
6.5.3. Concentration measurement 
1) Set oven to 70 degree Celsius 
2) Clean 20 mL vial (Flush it with DI-water twice, than with Ethanol once) 
3) Dry vial with a Kimwipe 
4) Place it in the oven for at least 2h 
5) Let it cool down 
6) Weight it (wait until the scale is balanced and the value remains con-
stant!!!)  Empty vial weight 
7) Fill 4 mL sample in it, weight it again  Weight liquid sample + vial 
8) Put it for at least 24 h in the oven 
9) Turn the oven of and let the sample cool down for 2h 
10) Weight sample  Weight dry sample + vial 
The sample should look like this: 
 
Figure  6.4: Sample after concentration measurement 
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6.6. Results pre experiment 
6.6.1. Without sonication, 80h after Vortex 
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6.6.2. With 3h bathsonication, 80h after vortex 
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6.6.3. With 6h Bathsonication, 11 h after vortex 
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6.6.4. With 10 h bathsonication, 15h after vortex 
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6.9. Presentations / Manuscripts 
6.9.1. Poster URI Chemical Engineering Research Symposium 
This poster was presented during the URI CHE Research Symposium, April 25th 2014 
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6.9.1. Presentation ACS Colloid & Surface Science Symposium 
The following slides were shown during a presentation on the American Chemistry 






































Adams, L.K., Lyon, D.Y. & Alvarez, P.J.J. (2006). Comparative eco-toxicity of nanoscale 
TiO2, SiO2, and ZnO water suspensions. Water research 40(19): 3527–32. 
Akbulut, O., Mace, C.R., Martinez, R. V, Kumar, A.A., Nie, Z., Patton, M.R. & 
Whitesides, G.M. (2012). Separation of nanoparticles in aqueous multiphase 
systems through centrifugation. Nano letters 12(8): 4060–4. 
Anderson, L., Dyrssen, D., Jones, E.P. & Lowings, M.G. (1983). Inputs and outputs of 
salt, fresh water, alkalinity, and silica in the Arctic Ocean. Deep Sea Research 
Part A 30(1): 87–94. 
ASTM. (2003). Standard Practice for the Preparation of Substitute Ocean Water - D 
1141-93 (Reapproved 2003). American National Standard 98: 98–100. 
Atlas, R. (1975). Effects of temperature and crude oil composition on petroleum 
biodegradation. Applied Microbiology 30(3): 396–403. 
Aveyard, R., Binks, B.P. & Clint, J.H. (2003). Emulsions stabilised solely by colloidal 
particles. Advances in Colloid and Interface Science 100-102: 503–546. 
AZoNano. (2013). Silicon Dioxide, Silica (SiO2) Nanoparticles – Properties, 
Applications. Retrieved January 04, 2014, from 
http://www.azonano.com/article.aspx?ArticleID=3398 
Bandelin. (2014). Bandelin SONOREX Built-In Units. Bandelin Produktseiten. Retrieved 
May 05, 2014, from http://www.bandelin.com/english/index.htm 
Batten, S., Allen, R. & Wotton, C. (1998). The effects of the Sea Empress oil spill on 
the plankton of the southern Irish Sea. Marine Pollution Bulletin 36(10): 764–
774. 
Benezra, M., Penate-Medina, O., Zanzonico, P.B., Schaer, D., Ow, H., Burns, A., 
DeStanchina, E., Longo, V., Herz, E., Iyer, S., Wolchok, J., Larson, S.M., Wiesner, 
U. & Bradbury, M.S. (2011). Multimodal silica nanoparticles are effective cancer-
targeted probes in a model of human melanoma. The Journal of Clinical 
Investigation 121(7): 2768–2780. 
Bensebaa, F. (2013). Wet Production Methods. In F. Bensebaa (ed.), Nanoparticle 
Technologies From Lab to Market (Volume 19., Vol. 19). Amsterdam, Oxford, 
London, Waltham, San Diego: Elsevier B.V. 
 115 
Berne, B.J. & Pecora, R. (2003). Dynamic Light Scattering (3rd ed.). New York, London, 
Sidney, Toronto: Wiley-Interscience. 
Binks, B.P. (2002). Particles as surfactants—similarities and differences. Current 
Opinion in Colloid & Interface Science 7(1-2): 21–41. 
Binks, B.P. & Lumsdon, S.O. (1999). Stability of oil-in-water emulsions stabilised by 
silica particles. Physical Chemistry Chemical Physics 1(12): 3007–3016. 
Binks, B.P. & Lumsdon, S.O. (2000). Influence of Particle Wettability on the Type and 
Stability of Surfactant-Free Emulsions. Langmuir 16(23): 8622–8631. 
Binks, B.P. & Whitby, C.P. (2004). Silica particle-stabilized emulsions of silicone oil and 
water: aspects of emulsification. Langmuir : the ACS journal of surfaces and 
colloids 20(4): 1130–1137. 
Binks, B.P. & Whitby, C.P. (2005). Nanoparticle silica-stabilised oil-in-water 
emulsions: improving emulsion stability. Colloids and Surfaces A: 
Physicochemical and Engineering Aspects 253(1-3): 105–115. 
Böhm, H., Anthony, P., Davey, M.R., Briarty, L.G., Power, J.B., Lowe, K.C., Benes, E. & 
Gröschl, M. (2000). Viability of plant cell suspensions exposed to homogeneous 
ultrasonic fields of different energy density and wave type. Ultrasonics 38(1-8): 
629–32. 
Bonn Agr. Secr., Simcock, A., Huisman, S., Donnay, E., Schallier, R., Stone, T. & 
Bjerkemo, O.K. (2009). 40 Years of the Bonn Agreement. (Bonn Agreement 
Secretariat, ed.). London. Retrieved May 25, 2014, from 
http://www.bonnagreement.org/eng/doc/Final version 40 years brochure.pdf 
Bonn Agreement. (2005). Volume 2 Chapter 23 Dispersants. Bonn Agreement. 
Retrieved May 25, 2014, from 
http://www.bonnagreement.org/eng/doc/Chapter23 - Dispersants.pdf 
Bragg, J., Prince, R., Harner, E. & Atlas, R. (1994). Effectiveness of bioremediation for 
the Exxon Valdez oil spill. Nature 368(March 1994): 413–418. 
Bragg, J. & Yang, S. (1995). Clay-oil flocculation and its role in natural cleansing in 
Prince William Sound following the Exxon Valdez oil spill. ASTM Special Technical 
Publication 178–211. 
Brochu, C., Pelletier, E., Caron, G. & Desnoyers, J. (1987). Dispersion of crude oil in 
seawater: The role of synthetic surfactants. Oil and Chemical Pollution 3: 257–
279. 
 116 
Buie, J. (2011). Evolution of Biological Shakers and Stirrers. Lab Manager. Retrieved 
May 05, 2014, from http://www.labmanager.com/lab-
product/2011/09/evolution-of-biological-shakers-and-stirrers#.U2Z7g_ldWg0 
Bushnell, L. & Haas, H. (1941). The utilization of certain hydrocarbons by 
microorganisms. Journal of Bacteriology (199): 653–673. 
Cadiz, A. (2010). C-130 support oil spill cleanup. Wikimedia Commons. Retrieved 
January 15, 2014, from 
http://upload.wikimedia.org/wikipedia/commons/6/61/C-
130_support_oil_spill_cleanup.jpg 
Carré, A. & Lacarriere, V. (2006). Study of surface charge properties of minerals and 
surface-modified substrates by wettability measurements. (K.L. Mittal, 
ed.)Contact Angle, Wettability and Adhesion 4: 267–280. 
Castro, P. & Huber, M.E. (2003). Marine Biology (4th Editio.). New York: McGraw-Hill 
Education. 
CFR. (2001). 40 CFR 300.5 NCP Defonitions. In Title 40 - Protection of Environment. 
CHAPTER I - ENVIRONMENTAL PROTECTIONAGENCY (Continued). SUBCHAPTER J 
- SUPERFUND, EMERGENCY PLANNING, AND COMMUNITY RIGHT-TO-KNOW 
PROGRAMS. PART 300 - NATIONAL OIL AND HAZARDOUS SUBSTANCES 
POLLUTION CONTINGENCY PLAN. (Vol. 29). U.S. Government Printing Office. 
Cheremisinoff, N.P. (1998). Liquid Filtration (2nd ed.). Boston: Butterworth-
Heinemann. 
Chevalier, Y. & Bolzinger, M.-A. (2013). Emulsions stabilized with solid nanoparticles: 
Pickering emulsions. Colloids and Surfaces A: Physicochemical and Engineering 
Aspects 439: 23–34. 
CNN. (2010a). BP won’t change dispersant used in oil spill - for now. CNN.com. 
Retrieved January 17, 2014, from 
http://www.cnn.com/2010/US/05/22/gulf.oil.spill/ 




CRC. (2010). Handbook of Chemistry and Physics. (D.R. Lide & M. Haynes, eds.) (90th 
ed.). Boca Raton: CRC Press/Taylor and Francis. 
 117 
Das, N. & Chandran, P. (2011). Microbial degradation of petroleum hydrocarbon 
contaminants: an overview. Biotechnology research international 2011: 941810. 
Davidson, M.W. & Abramowitz, M. (1999). Optical microscopy. National High 
Magnetic Field Laboratory Website - The Florida State University. Retrieved May 
04, 2014, from http://micro.magnet.fsu.edu/primer/pdfs/microscopy.pdf 
Dolley, T.P. (2013). Silica [Advance Release]. In U. S. G. Survey (ed.), 2011 Minerals 
Yearbook. Reston. 
Dyab, A.K.F. (2012). Destabilisation of Pickering emulsions using pH. Colloids and 
Surfaces A: Physicochemical and Engineering Aspects 402: 2–12. 
EIA. (2012). Crude oils have different quality characteristics - Today in Energy - U.S. 
Energy Information Administration (EIA). Today in Energy. Retrieved March 06, 
2014, from http://www.eia.gov/todayinenergy/detail.cfm?id=7110 
EMSA. (2009). Manual on the Applicability of Oil Spill Dispersants. European Martime 
Saftey Agency. Lisboa. Retrieved February 15, 2014, from 
http://www.emsa.europa.eu/operations/marine-pollution/87-marine-
pollution/719-manual-on-the-applicability-of-oil-spill-dispersants.html 
Etkin, D.S. (1998). Factors in the Dispersant Use Decision-Making Process: Historical 
Overview and Look to the Future. Proceedings of the Twenty-First Arctic and 
Marine Oilspill Program Technical Seminar (June): 281–304. 
Fiocco, R.J. & Lewis, A. (1999). Oil Spill Dispersants. Pure and Applied Chemistry 71(1): 
27–42. 
Flörke, O.W., Graetsch, H.A., Brunk, F., Benda, L., Paschen, S., Bergna, H.E., Roberts, 
W.O., Welsh, W.A., Libanati, C., Ettlinger, M., Kerner, D., Maier, M., Meon, W., 
Schmoll, R., Gies, H. & Schiffmann, D. (2008). Silica. In Ullmann’s Encyclopedia of 
Industrial Chemistry (5th ed.). Weinheim, Deerfield Beach: VCH. 
Freed, B., Biesecker, J. & Middleton, W. (1990). Spectral polarity index: a new 
method for determining the relative polarity of solvents. Journal of Fluorine 
Chemistry 48: 63–75. 
Frelichowska, J., Bolzinger, M.-A. & Chevalier, Y. (2009). Pickering emulsions with 
bare silica. Colloids and Surfaces A: Physicochemical and Engineering Aspects 
343(1-3): 70–74. 
Frelichowska, J., Bolzinger, M.-A., Valour, J.-P., Mouaziz, H., Pelletier, J., Chevalier, Y., 
Frelichowskaa, J., Valoura, J.-P., Mouaziza, H. & Pelletiera, J. (2009). Pickering 
 118 
w/o emulsions: drug release and topical delivery. International journal of 
pharmaceutics 368(1-2): 7–15. 
French-McCay, D.P. (2002). Development and application of an oil toxicity and 
exposure model, OilToxEx. Environmental toxicology and chemistry 21(10): 
2080–94. 
Fuhs, G. (1961). Der mikrobielle Abbau von Kohlenwasserstoffen. Archiv für 
Mikrobiologie (39): 374–422. 
Garratt-Reed, A.J. & Bell, D.C. (2003). Energy-Dispersive X-Ray Analysis in the Electron 
Microscope. (M. Rainforth, ed.). Oxford: BIOS Scientific. 
Garrett, R.M., Rothenburger, S.J. & Prince, R.C. (2003). Biodegradation of Fuel Oil 
Under Laboratory and Arctic Marine Conditions. Spill Science & Technology 
Bulletin 8(3): 297–302. 
George-Ares, A. & Clark, J.R. (2000). Aquatic toxicity of two Corexit dispersants. 
Chemosphere 40(8): 897–906. 
Gibson, J.H., Hon, H., Farnood, R., Droppo, I.G. & Seto, P. (2009). Effects of ultrasound 
on suspended particles in municipal wastewater. Water research 43(8): 2251–9. 
Giermanska-Kahn, J., Schmitt, V., Binks, B.P. & Leal-Calderon, F. (2002). A New 
Method To Prepare Monodisperse Pickering Emulsions. Langmuir 18(7): 2515–
2518. 
Goldstein, J., Newbury, D.E., Joy, D.C., Lyman, C.E., Echlin, P., Lifshin, E., Sawyer, L. & 
Michael, J.R. (2003). Scanning Electron Microscopy and X-ray Microanalysis (3rd 
ed.). New York: Kluwer Academic Plenum Publishers. 
Gong, Y., Zhao, X., Cai, Z., O’Reilly, S.E., Hao, X. & Zhao, D. (2014). A review of oil, 
dispersed oil and sediment interactions in the aquatic environment: Influence 
on the fate, transport and remediation of oil spills. Marine Pollution Bulletin 
79(1-2): 16–33. 
Greiser, J. (2009). Advances in Cryo-SEM: From Micrometers to Nanometers. 
American Laboratory. Retrieved May 29, 2014, from 
http://www.americanlaboratory.com/914-Application-Notes/577-Advances-in-
Cryo-SEM-From-Micrometers-to-Nanometers/ 
Grifalco, L. & Good, R.J. (1957). A theory for the estimation of surface and interfacial 
energies. J Phys. Chem 61(13): 904–909. 
 119 
Guyomarch, J., Le Floch, S. & Merlin, F.-X. (2002). Effect of Suspended Mineral Load, 
Water Salinity and Oil Type on the Size of Oil–Mineral Aggregates in the 
Presence of Chemical Dispersant. Spill Science & Technology Bulletin 8(1): 95–
100. 
Harris, C. (1997). The Sea Empress incident: overview and response at sea. 
International Oil Spill Conference 177–184. 
Hemmer, M.J., Barron, M.G. & Greene, R.M. (2010). Comparative Toxicity of 
Louisiana Sweet Crude Oil ( LSC ) and Chemically Dispersed LSC to Two Gulf of 
Mexico Aquatic Test Species. U.S. Environmental Protection Agency Office of 
Research and Development 1–13. 
Hertsgaard, M. (2013). What BP Doesn’t Want You to Know About the 2010 Gulf Spill. 
Newsweek. London. Retrieved January 14, 2014, from 
http://www.newsweek.com/what-bp-doesnt-want-you-know-about-2010-gulf-
spill-63015 
Heusch, R. & Reizlein, K. (2008). Disperse Systems and Dispersants. In Ullmann’s 
Encyclopedia of Industrial Chemistry (5th ed.). Weinheim, Deerfield Beach: VCH. 
HHS. (2011). Report on Carcinogens Twelfth Edition. (U.S. Department of Health and 
Human Services, Public Health Service & National Toxicology Program, eds.). 
Hitachi. (2011). Hitachi Launches World’s Highest Resolution FE-SEM. 
Nanotechnology Now. Retrieved May 29, 2014, from http://www.nanotech-
now.com/news.cgi?story_id=42612 
Horiba Scientific. (2014). What is the Z-Average Size Determined by DLS ? Horiba 




Hyne, N.J. (2012). Nontechnical Guide to Petroleum Geology, Exploration, Drilling, 
and Production (3rd ed.). Tulsa: PennWell. 
Iler, R.K. (1979). The Chemistry of Silica: Solubility, Polymerization, Colloid and Surface 
Properties and Biochemistry of Silica. New York: Wiley. 
IPIECA & OPG. (2012). Current status and future industry needs for aerial dispersant 
application. London. 
 120 
IUPAC. (2014). Compendium of Chemical Terminology (Gold Book). (M. Nic, J. Jirat & 
B. Kosata, eds.) (2.3.3 ed.). Zürich, Prague: IUPAC. 
Jahns, H. & Bragg, J. (1991). Natural cleaning of shorelines following the Exxon Valdez 
spill. International Oil Spill Conference Proceedings 167–176. 
Juárez, J.A. & Whitby, C.P. (2012). Oil-in-water Pickering emulsion destabilisation at 
low particle concentrations. Journal of colloid and interface science 368(1): 319–
25. 
Kelland, D.R. (1998). Magnetic separation of nanoparticles. IEEE Transactions on 
Magnetics 34(4): 2123–2125. 
Khelifa, A., Stoffyn-Egli, P., Hill, P.S. & Lee, K. (2002). Characteristics of Oil Droplets 
Stabilized by Mineral Particles: Effects of Oil Type and Temperature. Spill Science 
& Technology Bulletin 8(1): 19–30. 
Khelifa, A., Stoffyn-Egli, P., Hill, P.S. & Lee, K. (2005). Effects of salinity and clay type 
on oil-mineral aggregation. Marine environmental research 59(3): 235–54. 
Kraft, J.A. & Kraft, H.D. (1959). Apparatus for mixing fluent material. US Patent 
3,061,280. 
Kujawinski, E.B., Kido Soule, M.C., Valentine, D.L., Boysen, A.K., Longnecker, K. & 
Redmond, M.C. (2011). Fate of dispersants associated with the deepwater 
horizon oil spill. Environmental Science & Technology 45(4): 1298–306. 
Kusters, K. & Pratsinis, S. (1993). Ultrasonic fragmentation of agglomerate powders. 
Chemical engineering Science 48(24): 4119–4127. 
Kwok, D.Y. & Neumann, A.W. (1999). Contact angle measurement and contact angle 
interpretation. Advances in Colloid and Interface Science 81(3): 167–249. 
Law, R.J. & Kelly, C. (2004). The impact of the “ Sea Empress ” oil spill. Aquatic Living 
Resources 17(3): 389–394. 
Le Floch, S., Guyomarch, J., Merlin, F.-X., Stoffyn-Egli, P., Dixon, J. & Lee, K. (2002). 
The Influence of Salinity on Oil–Mineral Aggregate Formation. Spill Science & 
Technology Bulletin 8(1): 65–71. 
Lessard, R. & DeMarco, G. (2000). The significance of oil spill dispersants. Spill Science 
& Technology Bulletin 6(1): 59–68. 
 121 
Levine, S., Bowen, B.D. & Partridge, S.J. (1989). Stabilization of emulsions by fine 
particles I. Partitioning of particles between continuous phase and oil/water 
interface. Colloids and Surfaces 38(2): 325–343. 
LHcheM. (2012). Sample of silicon dioxide. Wikimedia Commons. Retrieved June 04, 
2014, from http://en.wikipedia.org/wiki/File:Sample_of_silicon_dioxide.jpg 
Liang, J., Wu, R., Huang, T.S. & Worley, S.D. (2005). Polymerization of a 
hydantoinylsiloxane on particles of silicon dioxide to produce a biocidal sand. 
Journal of Applied Polymer Science 97(3): 1161–1166. 
Liu, Z., Liu, J., Zhu, Q. & Wu, W. (2012). The weathering of oil after the Deepwater 
Horizon oil spill: insights from the chemical composition of the oil from the sea 
surface, salt marshes and sediments. Environmental Research Letters 7(3): 
035302. 
Lunel, T., Rusin, J. & Bailey, N. (1997). The net environmental benefit of a successful 
dispersant operation at the Sea Empress incident. International Oil Spill 
Conference Proceedings 21. 
Lyons, R., Temple, J. & Evans, D. (1999). Acute health effects of the Sea Empress oil 
spill. Journal of epidemiology and community health 53(5): 306–310. 
Mackenzie, F.T., Byrne, R.H. & Duxbury, A.C. (2014). Seawater. Britannica Online 
Encyclopedia. Retrieved August 04, 2014, from 
http://www.britannica.com/EBchecked/topic/531121/seawater 
Malvern Instruments. (2011). Dynamic Light Scattering - Common Termes Defined. 
Malvern Website. Retrieved December 25, 2013, from 
http://www.malvern.com/en/support/resource-
center/Whitepapers/WP111214DLSTermsDefined.aspx 
Malvern Instruments. (2014a). Dynamic Light Scattering : An Introduction in 30 
Minutes. Malvern Website. Retrieved January 22, 2014, from 
http://www.malvern.com/en/support/resource-center/technical-
notes/TN101104DynamicLightScatteringIntroduction.aspx 
Malvern Instruments. (2014b). Zetasizer Nano ZS. Malvern Website. Retrieved April 
23, 2014, from http://www.malvern.com/en/products/product-range/zetasizer-
range/zetasizer-nano-range/zetasizer-nano-zs/default.aspx 
Marion, G.M., Millero, F.J., Camões, M.F., Spitzer, P., Feistel, R. & Chen, C.-T. a. 
(2011). pH of seawater. Marine Chemistry 126(1-4): 89–96. 
 122 
Maskara, A. & Smith, D. (1997). Agglomeration during the drying of fine silica 
powders, part II: The role of particle solubility. Journal of the American Ceramic 
Society 1715–1722. 
Midmore, B.R. (1998). Synergy between silica and polyoxyethylene surfactants in the 
formation of O/W emulsions. Colloids and Surfaces A: Physicochemical and 
Engineering Aspects 145(1-3): 133–143. 
Midmore, B.R. (1999). Effect of Aqueous Phase Composition on the Properties of a 
Silica-Stabilized W/O Emulsion. Journal of colloid and interface science 213(2): 
352–359. 
Müller, F., Peukert, W., Polke, R. & Stenger, F. (2004). Dispersing nanoparticles in 
liquids. International Journal of Mineral Processing 74: S31–S41. 
Nano Lab. (2012). Ultrasonic Probe Dispersion Equipment. Nano Lab Website. 
Retrieved May 04, 2014, from http://www.nano-lab.com/ultrasonic-probe-
dispersion-equipment.html 
NIOSH. (2002). Health Effects of Occupational Exposure to Respirable Crystalline 
Silica. (Department of Health and Human Services Centers for Disease Control 
and Prevention, ed.). National Institute for Occupational Safety and Health. 
NRC. (1985). Oil in the Sea. (N.R.C. Steering Committee for the Petroleum in the 
Marine Environment Update, ed.). 
NRC. (1989). Using Oil Spill Dispersants on the Sea. (National Academy of Science, 
ed.). Washington, D.C.: National Academy Press. 
NRC. (2003). Inputs, Fates, and Effects Committee. In N. R. C. Committee on Oil in the 
Sea: Inputs, Fates, and Effects (ed.), Oil in the Sea. 
NRC. (2005). Understanding Oil Spill Dispersants: Efficacy and Effects. (Committee on 
Understanding Oil Spill Dispersants: Efficacy and Effects Ocean Studies Board 
Division on Earth and Life Studies Copyright, ed.). National Academies Press. 
Omotoso, O.E., Munoz, V.A. & Mikula, R.J. (2003). Mechanisms of Crude Oil – Mineral 
Interactions 8(1): 45–54. 
Owens, E.H. & Lee, K. (2003). Interaction of oil and mineral fines on shorelines: 
review and assessment. Marine pollution bulletin 47(9-12): 397–405. 
Pickering, S.U. (1907). Cxcvi.—emulsions. Journal of the Chemical Society, 
Transactions 91: 2001–2021. 
 123 
Pilson, M.E.-Q. (1998). An Introduction to the Chemistry of the Sea (1st ed.). Upper 
Saddle River: Pearson Education. 
Purchas, D.B. & Sutherland, K. (2002). Handbook of Filter Media. Oxford, New York: 
Elsevier Advanced Technology. 
Qsonica. (2014). Dispersion of Nanoparticles. Nanotechnology Sonication. Retrieved 
May 04, 2014, from http://www.sonicator.com/nanoparticle-dispersion.shtml 
Ramsden, W. (1903). Seperation of Solids in the Surface-layers of Solutions and 
“Suspensions” (Observations on Surface-membranes, Bubbles, Emulsions, and 
Mechanical Coagulation). Proceedings of the Royal Society of London 72: 156–
164. 
Rico-Martínez, R., Snell, T.W. & Shearer, T.L. (2013). Synergistic toxicity of Macondo 
crude oil and dispersant Corexit 9500A® to the Brachionus plicatilis species 
complex (Rotifera). Environmental Pollution 173: 5–10. 
RSC. (2014, June 28). Ultrasonication. Royal Society of Chemnistry: Chemical Methods 
Ontology. Retrieved May 24, 2014, from 
http://www.rsc.org/publishing/journals/prospect/ontology.asp?id=CMO:000170
8 
Rushton, A., Holdich, R.G. & Ward, A.S. (1996). Solid-Liquid Filtration and Separation 
Technology (1st ed.). Weinheim, New York, Basel, Cambridge, Tokyo: VCH. 
Santos, H.M. & Capelo, J.L. (2007). Trends in ultrasonic-based equipment for 
analytical sample treatment. Talanta 73(5): 795–802. 
Santos, H.M. & Lodeiro, C. (2009). The Power of Ultrasound. In J.-L. Capelo-Martínez 
(ed.), Ultrasound in Chemistry: Analytical Applications. Weinheim: WILEY-VCH. 
Sato, K., Li, J.-G., Kamiya, H. & Ishigaki, T. (2008). Ultrasonic Dispersion of TiO 2 
Nanoparticles in Aqueous Suspension. Journal of the American Ceramic Society 
91(8): 2481–2487. 
Schor, E. (2010). Ingredients of Controversial Dispersants Used on Gulf Spill Are 
Secrets No More. The New York Times. Retrieved May 11, 2014, from 
http://www.nytimes.com/gwire/2010/06/09/09greenwire-ingredients-of-
controversial-dispersants-used-42891.html 
Scientific Industries. (2014a, January 1). Multi Vortex Genie. Scientific Industries Web 
Page. Albuquerque, NM (United States). Retrieved May 04, 2014, from 
http://www.scientificindustries.com/multivortexgenie.html 
 124 
Scientific Industries. (2014b, January 1). Vortex Genie 2. Scientific Industries Web 
Page. Albuquerque, NM (United States). Retrieved May 04, 2014, from 
http://www.scientificindustries.com/genie2.html 
Sigma-Aldrich. (2014). Safty Data Sheet Docusate Sodium Salt. Sigma Aldrich Online. 
Retrieved May 16, 2014, from 
http://www.sigmaaldrich.com/catalog/product/sigma/d4422?lang=en&region=
US 
Speight, J.G. (2006). The Chemistry and Technology of Petroleum. In H. Heinemann & 
J. G. Speigth (eds.), The Chemistry and Technology of Petroleum (4th ed.). Boca 
Raton: Taylor & Francis Group. 
Stoffyn-Egli, P. & Lee, K. (2002). Formation and Characterization of Oil–Mineral 
Aggregates. Spill Science & Technology Bulletin 8(1): 31–44. 
Sun, J. & Zheng, X. (2009). A review of oil-suspended particulate matter 
aggregation—a natural process of cleansing spilled oil in the aquatic 
environment. Journal of Environmental Monitoring 11(10): 1801. 
Suslick, K. (1995). Applications of ultrasound to materials chemistry. MRS Bulletin 
20(04): 29–34. 
Sutherland, K. (2008). Filters and Filtration Handbook. Burlington: Butterworth-
Heinemann. 
Tang, L. & Cheng, J. (2013). Nonporous Silica Nanoparticles for Nanomedicine 
Application. Nano today 8(3): 290–312. 
Taurozzi, J.S., Hackley, V.A. & Wiesner, M.R. (2012). Preparation of Nanoparticle 
Dispersions from Powdered Material Using Ultrasonic Disruption Preparation of 
Nanoparticle Dispersions from Powdered Material Using Ultrasonic Disruption. 
NIST Special Publication 1200(1200). 
The Telegraph. (2014). 10 largest oil spills in history. Telegraph Media Group. 
Retrieved March 28, 2014, from 
http://www.telegraph.co.uk/news/worldnews/australiaandthepacific/newzeala
nd/8812598/10-largest-oil-spills-in-history.html 
Thieme, J., Abend, S. & Lagaly, G. (1999). Aggregation in Pickering emulsions. Colloid 
and Polymer Science 260(40): 257–260. 
Tkaczyk, T.S. (2010). Field Guide to Microscopy. Bellingham: The Society of Photo-
Optical Instrumentation Engineers. 
 125 
US EPA. (1993). Use of Chemical Dispersants for Marine Oil Spills / EPA/600/R-
93/195. (D. Sullivan, ed.). Washington, D.C.: EPA Office of Research and 
Devlopment. Retrieved from 
http://nepis.epa.gov/Exe/ZyPDF.cgi/3000313B.PDF?Dockey=3000313B.PDF 
US EPA. (2013). Registration Reviews. Federal Register 78(44): 14540–14543. 
US EPA. (2014a). Technical Notebook. National Contingency Plan. Retrieved April 28, 
2014, from http://www2.epa.gov/sites/production/files/2013-
08/documents/notebook.pdf 
US EPA. (2014b). Product Schedule. National Contingency Plan. Retrieved April 28, 
2014, from http://www2.epa.gov/sites/production/files/2013-
08/documents/schedule.pdf 
US EPA. (2014c). Questions and Answers on Dispersants. EPA Response to BP Spill in 
the Gulf of Mexico. Retrieved May 11, 2014, from 
http://www.epa.gov/bpspill/dispersants-qanda.html 
US EPA & Keigwin, R.P. (2010). Dioctyl Sodium Sulfosuccinate Summary Docket 
Registration Review: Initial Docket. 
VDI. (2010). VDI Heat Atlas. (P. Stephan, S. Kabelac, M. Kind, H. Martin, D. Mewes & 
K. Schaber, eds.) (2nd ed.). Berlin, Heidelberg: Springer Berlin Heidelberg. 
Vert, M., Doi, Y., Hellwich, K.-H., Hess, M., Hodge, P., Kubisa, P., Rinaudo, M. & Schué, 
F. (2012). Terminology for biorelated polymers and applications (IUPAC 
Recommendations 2012). Pure and Applied Chemistry 84(2): 377–410. 
Vignati, E., Piazza, R. & Lockhart, T.P. (2003). Pickering Emulsions: Interfacial Tension, 
Colloidal Layer Morphology, and Trapped-Particle Motion. Langmuir 19(17): 
6650–6656. 
Visser, J. (1976). Adhesion of colloidal particles. Surface Chemistry Colloids 8: 3–84. 
Visser, J. (1989). Van der Waals and other cohesive forces affecting powder 
fluidization. Powder Technology 58(1): 1–10. 
Visser, J. (1995). Particle Adhesion and Removal: a Review. Particulate Science and 
Technology 13(3-4): 169–196. 
Walpole, R.E., Meyers, R.H., Meyers, S.L. & Ye, K. (2007). Propability & Statistics for 
Engineers & Scientists (8th Editio.). Upper Saddle River: Pearson Education. 
 126 
Waxler, R.M. & Cleek, G.W. (1971). Refractive indices of fused silica at low 
temperatures. Journal of Research of the National Bureau of Standards Section 
A: Physics and Chemistry 75A(4): 279. 
Weise, A., Nalewajko, C. & Lee, K. (1999). Oil-mineral fine interactions facilitate oil 
biodegradation in seawater. Environmental Technology 811–824. 
Whitby, C.P., Fornasiero, D. & Ralston, J. (2009). Effect of adding anionic surfactant 
on the stability of Pickering emulsions. Journal of colloid and interface science 
329(1): 173–81. 
WHO. (1997). Silica. In World Health Organization & I. A. for R. on Cancer (eds.), IARC 
Monographs on the Evaluation of Carcinogenic Risks to Humans - Volume 68 
(Vol. 68). Paris. 
WHO. (2013). 18th Model List of Essential Medicines. Geneva. 
Worthen, A.J., Foster, L.M., Dong, J., Bollinger, J. a, Peterman, A.H., Pastora, L.E., 
Bryant, S.L., Truskett, T.M., Bielawski, C.W. & Johnston, K.P. (2014). Synergistic 
formation and stabilization of oil-in-water emulsions by a weakly interacting 
mixture of zwitterionic surfactant and silica nanoparticles. Langmuir : the ACS 
journal of surfaces and colloids 30(4): 984–94. 
Yong, D.H.N., Cairns, W., Mao, T. & Farnood, R.R. (2008). Bench-Scale Evaluation of 
Sonication as a Pretreatment Process for Ultraviolet Disinfection of Wastewater. 
Water Quality Research Journal of Canada 43(1): 37–45. 
Zhuravlev, L.T. (2000). The surface chemistry of amorphous silica. Zhuravlev model. 
Colloids and Surfaces A: Physicochemical and Engineering Aspects 173(1-3): 1–
38. 
Zuijdgeest, A. & Huettel, M. (2012). Dispersants as used in response to the MC252-
spill lead to higher mobility of polycyclic aromatic hydrocarbons in oil-
contaminated Gulf of Mexico sand. PloS one 7(11): e50549. 
 
